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Data Sheet Index 

Cartridge Filters 

Type Datasheet Number Page 
R/F ANSI 150# Cast Cartridge 
Filter 

SDD / CCF / R15 / STL 8 

Pleated Cartridge Filter Element SDD / CDG / F12797 9 

Mono- In-Line / Basket Strainers 

Type Datasheet Number Page 
R/F – ANSI 150# Quick- Release 
Mono- In- Line Strainer 

SDD / MQR / R150 / STL 10 

R/F – ANSI 300# Quick-Release 
Mono - In - Line Strainer 

SDD / MQR / R300 / STL 11 

R/F – ANSI 600# Quick- Release 
Mono - In - Line Strainer 

SDD / MQR / R600 / STL 12 

R/F – PN16 Quick- Release Mono- 
In- Line Strainer  

SDD / MQR / PN16 / STL 13 

R/F – PN40 Quick- Release Mono 
- In- Line Strainer

SDD / MQR / PN40 / STL 14 

RTJ – ANSI 150# Quick- Release 
Mono- In - Line Strainer  

Datasheet to be released 
shortly. 

- 

RTJ – ANSI 300# Quick- Release 
Mono- In- Line Strainer 

Datasheet to be released 
shortly. 

- 

RTJ – ANSI 600# Quick- Release  
Mono- In- Line Strainer 

SDD/MQR / RJ600 / STL 15 

R/F – ANSI 150# Bolted Cover 
Mono- In- Line Strainer 

Datasheet to be released 
shortly. 

- 

R/F – ANSI 300# Bolted Cover 
Mono- In- Line Strainer 

Datasheet to be released 
shortly. 

- 

R/F – ANSI 600# Bolted Cover 
Mono- In- Line Strainer 

SDD / MBC / R600 / STL 16 
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RTJ – ANSI 150# Bolted Cover 
Mono- In- Line Strainer 

Datasheet to be released 
shortly. 

- 

RTJ – ANSI 300# Bolted Cover 
Mono - In- Line Strainer 

Datasheet to be released 
shortly. 

- 

RTJ – ANSI 600# Bolted Cover 
Mono - In- Line Strainer 

SDD / MBC / RJ600 / STL 17 

R/F – ANSI 150# Large Bore Cast 
Basket Strainer – Carbon Steel 

SDD / LBC / R150 / CS 18 

R/ F – ANSI 150# Large Bore Cast 
Basket Strainer – Stainless Steel 

SDD / LBC / R150 / SS 19 

R/F – ANSI 150# Bolted Cover 
Mono Basket Strainer 

Datasheet to be released 
shortly. 

- 

R/F – ANSI 300# Bolted Cover 
Mono Basket Strainer 

Datasheet to be released 
shortly. 

- 

R/F – ANSI 600# Bolted Cover 
Mono Basket Strainer 

Datasheet to be released 
shortly. 

- 

Duplex Strainers 

Type Datasheet Number Page 
R/F – ANSI 150# Duplex ‘Firplex’ 
Strainer 

SDD / FIR / R150 / STL 20 

R/F – PN16 Duplex ‘Firplex’ 
Strainer 

SDD / FIR / PN16 / STL 21 

R/F – ANSI 150# Duplex 
“Rotagate”  Strainer 

SDD / DRV / R150 / STL 22 

R/F – PN16 Duplex “Rotagate” 
Strainer 

Datasheet to be released 
shortly.  

- 

Bag Filter Housings 

Type Datasheet Number Page 
R/F –  ANSI 150# Quick Release 
Bag Filter Housings 

SDD / MBF / R150 / STL 23 

R/F –  ANSI 300# Quick Release 
Bag Filter Housings 

SDD / MBF / R300 / STL 24 

R/F –  ANSI 600# Quick Release 
Bag Filter Housings 

Datasheet to be released 
shortly. 

-
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R/F – PN16 Quick Release Bag 
Filter Housings 

SDD / MBF / PN16 / STL 25 

R/F – PN40 Quick Release Bag 
Filter Housings 

SDD / MBF /  PN40 / STL 26 

Temporary Strainers 

Type Datasheet Number Page 
ANSI 150# Conical ‘Witch Hat 
Type’ Temporary Strainer 

SDD / TWH / R150 / STL 27 

ANSI 300# Conical ‘Witch Hat 
Type’ Temporary Strainer 

SDD / TWH / R300 / STL 28 

ANSI 600# Conical ‘Witch Hat 
Type’ Temporary Strainer 

SDD / TWH / R600 / STL 29 

PN10 Conical ‘Witch Hat Type’ 
Temporary Strainer 

SDD / TWH / PN10 / STL 30 

PN16 Conical ‘Witch Hat Type’ 
Temporary Strainer 

SDD / TWH / PN16 / STL 31 

PN25 Conical ‘Witch Hat Type’ 
Temporary Strainer 

SDD / TWH / PN25 / STL 32 

PN40 Conical ‘Witch Hat Type’ 
Temporary Strainer 

SDD / TWH / PN40 / STL 33 

PN63 Conical ‘Witch Hat Type’ 
Temporary Strainer 

SDD / TWH / PN63 / STL 34 

PN100 Conical ‘Witch Hat Type’ 
Temporary Strainer 

SDD / TWH / PN100 / STL 35 

ANSI 300# Conical ‘Witch Hat 
Type’ Temporary Strainer 

SDD / TWH / RJ300 / STL 36 

ANSI 600# Conical ‘Witch Hat 
Type’ Temporary Strainer 

SDD / TWH / RJ600 / STL 37 

ANSI 150# Conical ‘Top Hat Type’ 
Temporary Strainer 

SDD / TTH / R150 / STL 38 

ANSI 300# Conical ‘Top Hat Type’ 
Temporary Strainer 

SDD / TTH / R300 / STL 39 

ANSI 600# Conical ‘Top Hat Type’ 
Temporary Strainer 

SDD / TTH / R600 / STL 40 

PN10 Conical ‘Top Hat Type’ 
Temporary Strainer 

SDD / TTH / PN10 / STL 41 

PN16 Conical ‘Top Hat Type’ 
Temporary Strainer 

SDD / TTH / PN16 / STL 42 
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PN25 Conical ‘Top Hat Type’ 
Temporary Strainer 

SDD / TTH / PN25 / STL 43 

PN40 Conical ‘Top Hat Type’ 
Temporary Strainer 

SDD / TTH / PN40 / STL 44 

PN63 Conical ‘Top Hat Type’ 
Temporary Strainer 

SDD / TTH / PN63 / STL 45 

PN100 Conical ‘Top Hat Type’ 
Temporary Strainer 

SDD / TTH / PN100 / STL 46 

ANSI 300# Conical ‘Top Hat Type’ 
Temporary Strainer 

SDD / TTH / RJ300 / STL 47 

ANSI 600# Conical ‘Top Hat Type’ 
Temporary Strainer 

SDD / TTH / RJ600 / STL 48 

ANSI 150# Flat ‘Tennis Bat Type’ 
Temporary Strainer 

SDD / TFT / R15 / STL 49 

ANSI 300# Flat ‘Tennis Bat Type’ 
Temporary Strainer 

SDD / TFT / R30 / STL 50 

Y-Type Strainers

Type Datasheet Number Page 

R/F – ANSI 150# Light Duty ‘Y’-
Type Strainer 

SDD / YLD / R150 / STL 51 

R/F – ANSI 150# Cast ‘Y’-Type 
Strainer 

SDD / YFL / R15 / STL 52 

R/F – ANSI 300# Medium Duty 
‘Y’- Type Strainer  

SDD / YMD / R300 / STL 53 

R/F – ANSI 600# Medium Duty 
‘Y’- Type Strainer 

SDD / YMD / R600 / WCB 54 

R/F – PN16 Cast Compact ‘Y’ -
Type Strainer  

SDD / YCP / PN16 / STL 55 

R/ F – PN40 Medium Duty ‘Y’-
Type Strainer 

SDD / YMD/ PN40 / STL 56 

Socketweld – 1975 PSI – Carbon 
Steel – ‘Y’- Type Strainer 

SDD / YSW / 1975 / CS 57 

Socketweld – 1440 PSI – Stainless 
Steel – ‘Y’- Type Strainer 

SDD / YSW / 1440 / SS 58 

Screwed NPT / BSPT – 1440 PSI – 
Stainless Steel – ‘Y’-Type Strainer 

SDD / YSF / 1440 / SS 59 

Screwed NPT / BSPT- 1975 PSI – 
Carbon Steel – ‘Y’- Type Strainer 

SDD / YSF / 1975 / CS 60 
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T-Type Strainers

Type Datasheet Number Page 
ANSI 150# Raised Face Flanged 
Fabricated T-Type Strainer 

SDD / FABT / FL / R15 / STL 61 

ANSI 300# Raised Face Flanged 
Fabricated T-Type Strainer 

SDD / FABT / FL / R30 / STL 62 

ANSI 600# Raised Face Flanged  
Fabricated T-Type Strainer 

SDD / FABT / FL / R60 / STL 63 

ANSI 900# Raised Face Flanged  
Fabricated T-Type Strainer 

SDD / FABT / FL / R90 / STL 64 

ANSI 150# Buttweld Fabricated T-
Type Strainer 

SDD / FABT / BW / R15/ STL 65 

ANSI 300# Buttweld Fabricated T-
Type Strainer 

SDD / FABT / BW / R30 / 
STL 

66 

ANSI 600# Buttweld Fabricated T-
Type Strainer 

SDD / FABT / BW / R60 / 
STL  

67 

ANSI 900# Buttweld 
Fabricated T-Type Strainer 

SDD / FABT / BW / R90 / 
STL 

68 

Gas Coalescers / Demisters 

Type Datasheet Number Page 
R/F – ANSI 150# – Gas Coalescer / 
Demister  

SDD / GCD / R150A / STL 69 

R/F – ANSI 150# – Gas Coalescer / 
Demister 

SDD / GCD / R150B / STL 70 

R/F – ANSI 300# – Gas Coalescer / 
Demister 

SDD / GCD / R300A / STL 71 

R/F – ANSI 300# – Gas Coalescer / 
Demister 

SDD / GCD / R300B / STL 72 

R/F – ANSI 600# – Gas Coalescer / 
Demister 

SDD / GCD / R600A / STL 73 

R/F – ANSI 600# – Gas Coalescer / 
Demister 

SDD / GCD / R600B / STL 74 

R/F – ANSI 900# – Gas Coalescer / 
Demister 

SDD / GCD / R900A / STL 75 
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R/F – ANSI 1500# – Gas Coalescer 
/ Demister  

SDD / GCD / R1500A / STL 76 

R/F – ANSI 1500# – Gas Coalescer 
/ Demister  

SDD / GCD / R1500B / STL 77 

R/F  - ANSI 150# – Gas Filter 
Separator Vessel 

SDD / FSEP / R150 / STL 78 

R/F – ANSI 300# – Gas Filter 
Separator Vessel 

SDD / FSEP / R300 / STL 79 

R/F – ANSI 600# – Gas Filter 
Separator Vessel 

SDD / FSEP / R600 / STL 80 

R/F – ANSI 900# – Gas Filter 
Separator Vessel 

SDD / FSEP / R900 / STL 81 

R/F – ANSI 1500# – Gas Filter 
Separator Vessel 

Datasheet to be released 
shortly.  

-
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Form Number: QD177/02 

Manufacturer: -  Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/CCF/R15/STL 
Stoke Heath Works, Hanbury Road.    Revision: 03
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 
Fax: (44) 01527 832638 

E-mail: sales@bartonfirtop.co.uk

CLASS 150LB RATING R/F CAST CARTRIDGE FILTER 
Sizes:   2" to 16" Nominal Bore 

Pressure: ASME Class 150LB (others available on request) 

 Integrally Cast Housing

 Bolted Cover c/w Vent Plug

 Red Oxide Finish as Standard (C/S)

 Davit c/w Handwheel (Covers >20kg)

 Lightweight Design with Low DP

 Pleated Cartridge as Standard

 Bolt-On Assembly Lifting Lugs & Legs

 Flanged Drain as Standard

 Alternative Housing Materials***

 Special Gasket, Special Cartridge

 D.P. Tappings / Gauge

 Cover Eyebolts (no Davit)

 Legs: Longer/Shorter/Removed

 Drain with Blind Flange / Plugged

 Special Finish / Linings

 Closure Vent Tappings / Flanged

Standards: PED 2014/68/EU

ASME B16.5/16.47 Flange Dimensions 

 EN 10204 / NACE Certification 

 

 
 
 

Model Number Derivation: - 
The model number can be derived as follows: - A***/R15/***/CCF

For more information, visit our Web Site: www.bartonfirtop.co.uk 

All data is subject to confirmation at the time of order. 

Our policy is one of continual improvement and we 

reserve the right to amend details without prior notice. 

'216' denotes Carbon Steel

'351' denotes Stainless Steel
Denotes the size i.e. add '050' for a 2"

Size 
(NB) 

Dimensions (mm) Filter 
Area 
(cm2)

Vent 
(NPT)

Drain 
(Flanged)

Weight 
(kg) 

[C/S]

'A' 
Face to 

Face

'B'
Base to 

C/L

'C' 
C/L to 

Drain

'D' 
Base to 

R/F

'E' 
Overall 

Height

'F' 
Cartridge 

RemovalInch mm 

2" 50 395 410 175 795 885 280 3 906 ¾" 1" 66 

3" 80 395 410 175 795 885 280 3 906 ¾" 1" 70 

4" 100 330 410 175 795 885 280 3 906 ¾" 1" 75 

6" 150 460 385 230 935 1195 405 8 334 ¾" 1" 170 

8" 200 600 515 290 1230 1495 530 14 383 1" 2" 280 

10" 250 735 600 365 1495 1835 655 22 104 1" 2" 410 

12" 300 870 700 435 1775 2120 785 31 475 1½" 2" 710 

16" 400 1100 900 560 2335 2770 1035 55 167 1½" 2" 1660 

Materials of Construction 
Item Carbon Steel Stainless Steel 

Cast: Body, Cover, Lifting Lugs & Davit Bracket ASME SA216 WCB ASME SA351 CF8M 

Vent Plug (Forged) ASME SA105N - Zinc Plated ASME SA182 F316 

Cover Studbolts / Heavy Hex Nuts ASME SA193 B7M - Zinc Plated / ASME SA194 2HM - Zinc Plated 

Cover Plain Washers Carbon Steel – Zinc Plated 

Cover Gasket (Flat) C.N.A.F. as Standard / to Customer Specification

Davit & Leg Assembly Structural Carbon Steel - Zinc Plated 

Davit Handwheel PF Duroplast with Painted Carbon Steel Hub 

Cartridge Element Carbon Steel G/P * - Pleated Polyester Media as Standard ** 

* "G/P" refers to "Gold Passivated" (see chemical compatibility chart for more information). Stainless option available.

** Standard Cartridges are available in 2µm, 5µm, 10µm & 25µm retentions. Other media options available - see Cartridge datasheet. 

***Alternative Materials can be supplied upon request, for example Low Temp. Carbon Steel, Duplex SS, Super Duplex SS, Alloy 625 etc. 

Features: 

Options: 

Back to Data Sheet Index
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Form Number: QD177/02 

Manufacturer: -  Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/CDG/F12797 
Stoke Heath Works, Hanbury Road.    Revision: 04
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 
Fax: (44) 01527 832638 

E-mail: sales@bartonfirtop.co.uk

PLEATED CARTRIDGE FILTER ELEMENT 
Sizes:   4" to 16" Nominal Bore (DN100-400) 

Pressure: 2.0 Bar Max. Safe Working Differential Pressure 

(MSWDP) 

 Internal/External Perf. Steel Shroud

 Gold Passivated Carbon Steel Protection

 Pleated Polyester Media as Standard

 2µm - 25µm Retentions Available (see table)

 Optimised Through In-house Testing

 Identification Tag

 Standard, Premium & Economy

 Stainless Steel (except economy)

 Special Gasket Materials Available

 Other Filter Retentions Upon Request

 Other Media Available Upon Request

Model Number Derivation: - 
The model number can be derived as follows: - CDG/XXX/F12797/xxM/***

For more information, visit our Web Site: www.bartonfirtop.co.uk 

All data is subject to confirmation at the time of order. 

Our policy is one of continual improvement and we 

reserve the right to amend details without prior notice. 

Denotes retention, 
i.e. add '10' for 10µmDenotes the size i.e. '100' for a 4"

Size 
(NB) 

STANDARD PREMIUM ECONOMY 

Filter 
Area 
(cm2)

Temp. 
Range 

(°C)

Weight 
(kg)

Filter 
Area 
(cm2)

Temp. 
Range 

(°C)

Weight 
(kg)

Filter 
Area 
(cm2)

Temp. 
Range 

(°C)

Weight 
(kg)

Inch mm 

4" 100 3 906 

-20

to

80

1.0 3 906 

-20

to

200

1.0 13 221 

zero 

to 

80 

1.0 

6" 150 8 334 2.5 8 334 3.0 28 906 3.0 

8" 200 14 383 5.0 14 383 6.0 50 539 5.5 

10" 250 22 104 7.5 22 104 9.0 78 300 8.5 

12" 300 31 475 13.5 31 475 16.5 112 110 15.0 

16" 400 55 167 22.0 55 167 27.0 197 881 25.0 

Materials of Construction 

Item 
STANDARD PREMIUM ECONOMY 

Carbon Steel Stainless Carbon Steel Stainless Carbon Steel 
Perf. Plates Mild Steel G/P St. St. 316 Mild Steel G/P St. St. 316 Mild Steel G/P 

End Caps Mild Steel G/P St. St. 316 Mild Steel G/P St. St. 316 Mild Steel G/P 

Filter Media 
2µm, 5µm, 10µm or 25µm (@ 98%) 

Polyester Needlefelt 

5µm or 10µm (@ 98%) 

Aramid Needlefelt 

5µm or 10µm (@ 98%) 

Cellulose 

End Gaskets Nitrile Silicone Nitrile 

* "G/P" refers to "Gold Passivated" (see chemical compatibility chart for more information).

* Alternative materials available on request, e.g. Viton gaskets etc.

* Media percentage shown is filtration efficiency at that retention.

* 2" & 3"NB units house a 4"NB Cartridge.

Features: 

Options: 

'POL' denotes Polyester (standard)

'ARA' denotes Aramid (premium)

'CEL' denotes Cellulose (economy)

F12987 

Use this F number for 
Carbon Steel (G/P) 

Standard & Premium Cartridges 

Back to Data Sheet Index

Page 9



Form Number: QD/177/01 

Manufacturer: -  Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/MQR/R150/STL 
Stoke Heath Works, Hanbury Road.    Revision: 06
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F - 150LB RATING QUICK-RELEASE MONO-IN-LINE STRAINER 
Sizes:   1" to 12" Nominal Bore 

Pressure: ASME Class 150LB 

 Integrally Cast Housing.

 Quick-Release Closure.

 Red oxide Finish as standard (c/s).

 3mm Perf. Basket as Standard.

 Integral feet on 6" and over.

 Special Gasket, Special Basket.

 D.P. Tappings/Gauge.

 Magnetic Basket Insert.

 Flanged Drains / Drain Valves.

 Special Finish / Linings.

Standards: PED 2014/68/EU.

ASME B16.5 Flange Dimensions. 

   EN 10204 / NACE Certification. 

Model Number Derivation: - 
The model number can be derived as follows: - A***/R15/***/MQR

For more information, visit our Web Site: www.bartonfirtop.co.uk 

All data is subject to confirmation at the time of order. Our 

policy is one of continual improvement and we reserve the 
right to amend details without prior notice. 

'216' denotes Carbon Steel

'351' denotes Stainless Steel
Denotes the size i.e. add '025' for a 1"

Size 
Dimensions 

Basket 
Area 
(cm2) 

Vent 
(NPT) 

Drain 
(NPT) 

Weight 
(kg)

'A' 
Face to 

Face

'B'
Overall 

Height

'C' 
Base to 

Drain

'D' 
Base to 

Centreline 

'E' 
Base to 

Cover 

'F' 
Basket 

Removal Inch mm 

1" 25 225.0 345.0 28.0 190.0 225.0 200.0 241.0 ¼" ¾" 14.0 

1½" 40 240.0 420.0 35.0 254.0 297.0 275.0 375.0 ¼" ¾" 19.5 

2" 50 315.0 490.0 38.0 314.0 362.0 340.0 488.0 ¼" ¾" 27.5 

3" 80 365.0 570.0 40.0 342.0 411.0 375.0 652.0 3/8" ¾" 47.5 

4" 100 445.0 695.0 47.0 426.0 505.0 450.0 1088.0 3/8" 1" 70.0 

6" 150 600.0 990.0 95.0 619.0 734.0 630.0 2151.0 ½" 1½" 170.0 

8" 200 715.0 1190.0 112.5 787.0 927.0 800.0 3973.0 ½" 1½" 330.0 

10" 250 855.0 1415.0 120.0 908.0 1077.0 940.0 5304.0 ½" 1½" 520.0 

12" 300 1015.0 1570.0 175.0 1152.0 1367.0 1180.0 8295.0 ½" 2" 910.0 

Materials of Construction 
Item Carbon Steel Stainless Steel 

Strainer Body (Cast) ASME SA216 WCB ASME SA351 CF8M 

*Strainer Cover ASME SA516 Gr60 / SA216 WCB ASME SA240 316 / SA351 CF8M 

Strainer Basket St.St. 316 (3mm Perf. as Standard / to Customer Specification) 

Cover Gasket (O-ring) Nitrile as Standard / to Customer Specification. 

Vent Plug ASME SA105N ASME SA182 F316 

Drain Plug ASME SA105N ASME SA182 F316 

Strongback ASME SA216 WCB ASME SA351 CF8M 

Screw Handle ASME SA193 B7M - Zinc Plated / St.St. 316 Handle 

Quick Release Pin BS 970 080 M40 - Zinc Plated 

Linch pin Carbon Steel - Zinc Plated 

* The Strainer cover may be furnished from Plate or Casting depending upon size / availability.

Features: 

Options: 

Face to Face 

Drain 

Vent 

O
v
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ra
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'A'  3mm 

'B
' 

'F
' 

'E
' 

'D
' 

'C
' 

Back to Data Sheet Index
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Form Number: QD/177/01 

Manufacturer: -  Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/MQR/R300/STL 
Stoke Heath Works, Hanbury Road.    Revision: 06
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F - 300LB RATING QUICK-RELEASE MONO-IN-LINE STRAINER 
Sizes:   1" to 10" Nominal Bore 

Pressure: ASME Class 300LB 

 Integrally Cast Housing.

 Quick-Release Closure.

 Red oxide Finish as standard (c/s).

 3mm Perf. Basket as Standard.

 Integral feet on 6" and over.

 Special Gasket, Special Basket.

 D.P. Tappings/Gauge.

 Magnetic Basket Insert.

 Flanged Drains / Drain Valves.

 Special Finish / Linings.

Standards: PED 2014/68/EU.

ASME B16.5 Flange Dimensions. 

EN 10204 / NACE Certification. 

Model Number Derivation: - 
The model number can be derived as follows: - A***/R30/***/MQR

For more information, visit our Web Site: www.bartonfirtop.co.uk 

All data is subject to confirmation at the time of order. Our 

policy is one of continual improvement and we reserve the 
right to amend details without prior notice. 

'216' denotes Carbon Steel

'351' denotes Stainless Steel
Denotes the size i.e. add '025' for a 1"

Size 
Dimensions 

Basket 
Area 
(cm2) 

Vent 
(NPT) 

Drain 
(NPT) 

Weight 
(KG)

'A' 
Face to 

Face

'B'
Overall 

Height

'C' 
Base to 

Drain

'D' 
Base to 

Centreline 

'E' 
Base to 

Cover 

'F' 
Basket 

Removal Inch mm 

1" 25 232.0 345.0 28.0 190.0 225.0 200.0 241.0 ¼" ¾" 14.5 

1½" 40 245.0 420.0 35.0 254.0 297.0 275.0 375.0 ¼" ¾" 22.0 

2" 50 321.0 490.0 38.0 314.0 362.0 340.0 488.0 ¼" ¾" 27.5 

3" 80 375.0 570.0 40.0 342.0 411.0 375.0 652.0 3/8" ¾" 51.0 

4" 100 455.0 715.0 47.0 426.0 508.0 450.0 1088.0 3/8" 1" 92.0 

6" 150 620.0 1010.0 95.0 619.0 749.0 630.0 2151.0 ½" 1½" 230.0 

8" 200 740.0 1320.0 109.5 787.0 952.0 800.0 3973.0 ½" 1½" 450.0 

10" 250 890.0 1495.0 120.0 908.0 1103.0 940.0 5304.0 ½" 1½" 680.0 

Materials of Construction 
Item Carbon Steel Stainless Steel 

Strainer Body (Cast) ASME SA216 WCB ASME SA351 CF8M 

*Strainer Cover ASME SA516 Gr60 / SA216 WCB ASME SA240 316 / SA351 CF8M 

Strainer Basket St.St. 316 (3mm Perf. as Standard / to Customer Specification) 

Cover Gasket (O-ring) Nitrile as Standard / to Customer Specification. 

Vent Plug ASME SA105N ASME SA182 F316 

Drain Plug ASME SA105N ASME SA182 F316 

Strongback ASME SA216 WCB ASME SA351 CF8M 

Screw Handle ASME SA193 B7M - Zinc Plated / St.St. 316 Handle 

Quick Release Pin BS 970 080 M40 - Zinc Plated 

Linch pin Carbon Steel - Zinc Plated 

* The Strainer cover may be furnished from Plate or Casting depending upon size / availability.

Features: 

Options: 

Face to Face 

Drain 

Vent 

O
v
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ra
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t 
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'A'  3mm 

'B
' 

'F
' 

'E
' 

'D
' 

'C
' 
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Form Number: QD/177/01 

Manufacturer: -  Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED   SDD/MQR/R600/STL 
Stoke Heath Works, Hanbury Road.    Revision: 06
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F - 600LB RATING QUICK-RELEASE MONO-IN-LINE STRAINER 
Sizes:   1" to 6" Nominal Bore 

Pressure: ASME Class 600LB (Full Rating) 

 Integrally Cast Housing.

 Quick-Release Closure.

 Safety Interlock Closure.

 Red oxide Finish as standard (c/s).

 Ø3mm Perf. Basket OR

40 Mesh Basket as Standard.

 Integral feet on 6”NB.

 Special Gasket, Special Basket.

 D.P. Tappings/Gauge.

 Magnetic Basket Insert.

 Flanged Drains / Drain Valves.

 Special Finish / Linings.

 Screwed & Plugged NPT Vent.

 Bolted Closure.

Standards: PED 2014/68/EU.

ASME B16.5 Flange Dimensions. 

 EN 10204 / NACE Certification 

Model Number Derivation: - 
The model number can be derived as follows: - A***/R60/***/MQR

For more information, visit our Web Site: www.bartonfirtop.co.uk 

All data is subject to confirmation at the time of order. Our 

policy is one of continual improvement and we reserve the 
right to amend details without prior notice. 

'352' denotes L.T.C.S.

'351' denotes Stainless Steel
Denotes the size i.e. add '025' for a 1"

Size 
Dimensions 

Basket 
Area 
(cm2) 

Vent 
Drain 
(NPT) 

Weight 
Estimate 

(kg)

'A' 
Face to 

Face

'B'
Overall 

Height

'C' 
Base to 

Drain

'D' 
Base to 

Centreline 

'E' 
Base to 

Cover 

'F' 
Basket 

Removal 

NPT 
(Non 

Std) 

BSPP 
(Safety 

Closure) Inch mm 

1" 25 265.0 365.0 30.0 192.0 242.0 225.0 233.0 ¼" 1/8” ½" 22.0 

1½" 40 305.0 445.0 30.0 255.0 316.0 290.0 368.0 ¼" 1/8” ½" 32.0 

2" 50 370.0 515.0 48.0 320.0 386.0 360.0 478.0 ¼" 1/8” ½" 44.0 

3" 80 440.0 610.0 66.0 357.0 442.0 390.0 641.0 ¼" 1/8” ½" 74.0 

4" 100 540.0 740.0 66.0 442.0 542.0 470.0 1061.0 3/8" ¼” ½" 138.0 

6" 150 800.0 1065.0 85.0 650.0 796.0 650.0 2120.0 ½" ½” 1" 338.0 

Materials of Construction 
Item L.T.C.S. Stainless Steel 

Strainer Body (Cast) ASME SA352 LCB/LCC* ASME SA351 CF8M 

*Strainer Cover ASME SA352 LCB/LCC* ASME SA240 316 / A351 CF8M 

Strainer Basket St.St. 316 (3mm Perf. or 40 Mesh as Standard / to Customer Specification) 

Cover Gasket (O-ring) Viton as Standard / to Customer Specification. 

Anti-extrusion Ring PTFE – Endless Solid Ring type. 

Vent Plug ASME SA350 LF2 ASME SA182 F316 

Drain Plug ASME SA350 LF2 ASME SA182 F316 

Strongback ASME SA352 LCB/LCC* ASME SA351 CF8M 

Screw Handle ASME SA193 B7M - Zinc Plated / St.St. 316 Handle 

Quick Release Pin ASME SA193 B7 - Zinc Plated 

Linch pin Carbon Steel - Zinc Plated 

* Dual certified material as per ASME VIII – Division 1, UG23(a).

Features: 

Options: 
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Form Number: QD/177/01 

Manufacturer: -  Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/MQR/PN16/STL 
Stoke Heath Works, Hanbury Road.    Revision: 02
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F – PN16 RATING QUICK-RELEASE MONO-IN-LINE STRAINER 
Sizes:   1" to 12" Nominal Bore 

Pressure: PN16 

 Integrally Cast Housing.

 Quick-Release Closure.

 Red oxide Finish as standard (c/s).

 3mm Perf. Basket as Standard.

 Integral feet on 6" and over.

 Special Gasket, Special Basket.

 D.P. Tappings/Gauge.

 Magnetic Basket Insert.

 Flanged Drains / Drain Valves.

 Special Finish / Linings.

Standards: PED 2014/68/EU.

EN 1092-1 Flange Dimensions. 

EN 10204 / NACE Certification. 

Model Number Derivation: - 
The model number can be derived as follows: - A***/PN16/***/MQR

For more information, visit our Web Site: www.bartonfirtop.co.uk 

All data is subject to confirmation at the time of order. Our 

policy is one of continual improvement and we reserve the 
right to amend details without prior notice. 

'216' denotes Carbon Steel

'351' denotes Stainless Steel
Denotes the size i.e. add '025' for a 1"

Size 
Dimensions 

Basket 
Area 
(cm2) 

Vent 
(NPT) 

Drain 
(NPT) 

Weight 
(KG)

'A' 
Face to 

Face

'B'
Overall 

Height

'C' 
Base to 

Drain

'D' 
Base to 

Centreline 

'E' 
Base to 

Cover 

'F' 
Basket 

Removal Inch mm 

1" 25 232.0 345.0 28.0 190.0 225.0 200.0 241.0 ¼" ¾" 14.0 

1½" 40 240.0 420.0 35.0 254.0 297.0 275.0 375.0 ¼" ¾" 20.5 

2" 50 315.0 490.0 38.0 314.0 362.0 340.0 488.0 ¼" ¾" 28.0 

3" 80 360.0 570.0 40.0 342.0 411.0 375.0 652.0 3/8" ¾" 44.0 

4" 100 440.0 695.0 47.0 426.0 505.0 450.0 1088.0 3/8" 1" 67.0 

6" 150 595.0 990.0 95.0 619.0 734.0 630.0 2151.0 ½" 1½" 165.5 

8" 200 705.0 1190.0 112.5 787.0 927.0 800.0 3973.0 ½" 1½" 305.0 

10" 250 845.0 1415.0 120.0 908.0 1077.0 940.0 5304.0 ½" 1½" 544.0 

12" 300 1005.0 1570.0 175.0 1152.0 1367.0 1180.0 8295.0 ½" 2" 900.0 

Materials of Construction 
Item Carbon Steel Stainless Steel 

Strainer Body (Cast) ASME SA216 WCB ASME SA351 CF8M 

*Strainer Cover ASME SA516 Gr60 / SA216 WCB ASME SA240 316 / SA351 CF8M 

Strainer Basket St.St. 316 (3mm Perf. as Standard / to Customer Specification) 

Cover Gasket (O-ring) Nitrile as Standard / to Customer Specification. 

Vent Plug ASME SA105N ASME SA182 F316 

Drain Plug ASME SA105N ASME SA182 F316 

Strongback ASME SA216 WCB ASME SA351 CF8M 

Screw Handle ASME SA193 B7M - Zinc Plated / St.St. 316 Handle 

Quick Release Pin BS 970 080 M40 - Zinc Plated 

Linch pin Carbon Steel - Zinc Plated 

* The Strainer cover may be furnished from Plate or Casting depending upon size / availability.

Features: 

Options: 
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Form Number: QD/177/01 

Manufacturer: -  Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/MQR/PN40/STL 
Stoke Heath Works, Hanbury Road.    Revision: 02
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F – PN40 RATING QUICK-RELEASE MONO-IN-LINE STRAINER 
Sizes:   1" to 10" Nominal Bore 

Pressure: PN40 

 Integrally Cast Housing.

 Quick-Release Closure.

 Red oxide Finish as standard (c/s).

 3mm Perf. Basket as Standard.

 Integral feet on 6" and over.

 Special Gasket, Special Basket.

 D.P. Tappings/Gauge.

 Magnetic Basket Insert.

 Flanged Drains / Drain Valves.

 Special Finish / Linings.

Standards: PED 2014/68/EU.

EN 1092-1 Flange Dimensions. 

EN 10204 / NACE Certification. 

Model Number Derivation: - 
The model number can be derived as follows: - A***/PN40/***/MQR

For more information, visit our Web Site: www.bartonfirtop.co.uk 

All data is subject to confirmation at the time of order. Our 

policy is one of continual improvement and we reserve the 
right to amend details without prior notice. 

'216' denotes Carbon Steel

'351' denotes Stainless Steel
Denotes the size i.e. add '025' for a 1"

Size 
Dimensions 

Basket 
Area 
(cm2) 

Vent 
(NPT) 

Drain 
(NPT) 

Weight 
(KG)

'A' 
Face to 

Face

'B'
Overall 

Height

'C' 
Base to 

Drain

'D' 
Base to 

Centreline 

'E' 
Base to 

Cover 

'F' 
Basket 

Removal Inch mm 

1" 25 232.0 345.0 28.0 190.0 225.0 200.0 241.0 ¼" ¾" 14.0 

1½" 40 240.0 420.0 35.0 254.0 297.0 275.0 375.0 ¼" ¾" 20.5 

2" 50 315.0 490.0 38.0 314.0 362.0 340.0 488.0 ¼" ¾" 29.0 

3" 80 360.0 570.0 40.0 342.0 411.0 375.0 652.0 3/8" ¾" 45.5 

4" 100 440.0 695.0 47.0 426.0 508.0 450.0 1088.0 3/8" 1" 90.0 

6" 150 600.0 990.0 95.0 619.0 749.0 630.0 2151.0 ½" 1½" 230.0 

8" 200 726.0 1190.0 109.5 787.0 952.0 800.0 3973.0 ½" 1½" 450.0 

10" 250 870.0 1415.0 120.0 908.0 1103.0 940.0 5304.0 ½" 1½" 675.0 

Materials of Construction 
Item Carbon Steel Stainless Steel 

Strainer Body (Cast) ASME SA216 WCB ASME SA351 CF8M 

*Strainer Cover ASME SA516 Gr60 / SA216 WCB ASME SA240 316 / SA351 CF8M 

Strainer Basket St.St. 316 (3mm Perf. as Standard / to Customer Specification) 

Cover Gasket (O-ring) Nitrile as Standard / to Customer Specification. 

Vent Plug ASME SA105N ASME SA182 F316 

Drain Plug ASME SA105N ASME SA182 F316 

Strongback ASME SA216 WCB ASME SA351 CF8M 

Screw Handle ASME SA193 B7M - Zinc Plated / St.St. 316 Handle 

Quick Release Pin BS 970 080 M40 - Zinc Plated 

Linch pin Carbon Steel - Zinc Plated 

* The Strainer cover may be furnished from Plate or Casting depending upon size / availability.

Features: 

Options: 
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Form Number: QD/177/01 

Manufacturer: -  Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED   SDD/MQR/RJ600/STL 
Stoke Heath Works, Hanbury Road.    Revision: 06
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

RTJ - 600LB RATING QUICK-RELEASE MONO-IN-LINE STRAINER 
Sizes:   1" to 6" Nominal Bore 

Pressure: ASME Class 600LB (Full Rating) 

 Integrally Cast Housing.

 Quick-Release Closure.

 Safety Interlock Closure.

 Red oxide Finish as standard (c/s).

 3mm Perf. Basket OR

40 Mesh Basket as standard.

 Integral feet on 6”NB.

 Special Gasket, Special Basket.

 D.P. Tappings/Gauge.

 Magnetic Basket Insert.

 Flanged Drains / Drain Valves.

 Special Finish / Linings.

 Screwed & Plugged NPT Vent.

 Bolted Closure.

Standards: PED 2014/68/EU.

ASME B16.5 Flange Dimensions. 

EN 10204 / NACE Certification. 

Model Number Derivation: - 
The model number can be derived as follows: - A***/RJ60/***/MQR

For more information, visit our Web Site: www.bartonfirtop.co.uk 

All data is subject to confirmation at the time of order. Our 

policy is one of continual improvement and we reserve the 
right to amend details without prior notice. 

'352' denotes L.T.C.S.

'351' denotes Stainless Steel
Denotes the size i.e. add '025' for a 1"

Size 
Dimensions 

Basket 
Area 
(cm2) 

Vent 
Drain 
(NPT) 

Weight 
Estimate 

(KG)

'A' 
Face to 

Face

'B'
Overall 

Height

'C' 
Base to 

Drain

'D' 
Base to 

Centreline 

'E' 
Base to 

Cover 

'F' 
Basket 

Removal 

NPT 
(Non 

Std) 

BSPP 
(Safety 

Closure) Inch mm 

1" 25 265.0 365.0 30.0 192.0 242.0 225.0 233.0 ¼" 1/8” ½" 22.0 

1½" 40 305.0 445.0 30.0 255.0 316.0 290.0 368.0 ¼" 1/8” ½" 32.0 

2" 50 373.0 515.0 48.0 320.0 386.0 360.0 478.0 ¼" 1/8” ½" 44.0 

3" 80 443.0 610.0 66.0 357.0 442.0 390.0 641.0 ¼" 1/8” ½" 74.0 

4" 100 543.0 740.0 66.0 442.0 542.0 470.0 1061.0 3/8" ¼” ½" 138.0 

6" 150 803.0 1065.0 85.0 650.0 796.0 650.0 2120.0 ½" ½” 1" 338.0 

Materials of Construction 
Item L.T.C.S. Stainless Steel 

Strainer Body (Cast) ASME SA352 LCB/LCC* ASME SA351 CF8M 

Strainer Cover ASME SA352 LCB/LCC* ASME SA351 CF8M 

Strainer Basket St.St. 316 (3mm Perf. or 40 Mesh as Standard / to Customer Specification) 

Cover Gasket (O-Ring) Viton as Standard / to Customer Specification. 

Anti-extrusion Ring PTFE – Endless Solid Ring type. 

Vent Plug ASME SA350 LF2 ASME SA182 F316 

Drain Plug ASME SA350 LF2 ASME SA182 F316 

Strongback ASME SA352 LCB/LCC* ASME SA351 CF8M 

Screw Handle ASME SA193 B7M - Zinc Plated / St.St. 316 Handle 

Quick Release Pin ASME SA193 B7 - Zinc Plated 

Linch pin Carbon Steel - Zinc Plated 

* Dual certified material as per ASME VIII – Division 1, UG23(a).

Features: 

Options: 
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Form Number: QD/177/01 

Manufacturer: -  Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/MBC/R600/STL 
Stoke Heath Works, Hanbury Road.    Revision: 03
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND    
Telephone: (44) 01527 831644  
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F - 600LB RATING BOLTED COVER MONO-IN-LINE STRAINER 
Sizes:   1" to 12" Nominal Bore 

Pressure: ASME Class 600LB (Full Rating) 

 Integrally Cast Housing.

 Bolted Cover.

 Red Oxide Finish as Standard (c/s).

 3mm  Perf. Basket as Standard.

 Integral Feet on 6"NB and over.

 Special Gasket, Special Basket.

 D.P. Tappings/Gauge.

 Magnetic Basket Insert.

 Flanged Drains / Drain Valves.

 Special Finish / Linings.

 Flanged Vent (On Sizes > 1½”NB)

Standards: PED 2014/68/EU.

 ASME B16.5 Flange Dimensions. 

 EN 10204 / NACE Certification. 

 

Model Number Derivation: -    
The model number can be derived as follows: - A***/R60/***/MBC  

For more information, visit our Web Site: www.bartonfirtop.co.uk 

All data is subject to confirmation at the time of order. Our 

policy is one of continual improvement and we reserve the right 
to amend details without prior notice. 

'352' denotes L.T.C.S.

'351' denotes Stainless Steel
Denotes the size i.e. add '025' for a 1"NB

Unit Size 
(NB) 

Dimensions 
Basket 
Area 
(cm2) 

Vent 
(NPT) 

Drain 
(NPT) 

Weight 
(kg) 

Calculated

'A' 
Face to 

Face

'B'
Overall 

Height

'C' 
Base to 

Drain

'D' 
Base to 

Centreline 

'E' 
Base to 

Gasket 

'F' 
Basket 

Removal Inch mm 

1" 25 265.0 332.0 30.0 192.0 240.0 210.0 230.0 3/8" 1/2" 18.0 

1½" 40 305.0 410.0 30.0 255.0 314.0 275.0 365.0 3/8" 1/2" 30.0 

2" 50 370.0 480.0 48.0 320.0 385.0 345.0 475.0 3/8" 1/2" 38.0 

3" 80 440.0 542.0 66.0 357.0 440.0 370.0 637.0 3/8" 1/2" 73.0 

4" 100 540.0 651.0 66.0 442.0 541.0 450.0 1056.0 3/8" 1/2" 145.0 

6" 150 800.0 894.0 85.0 650.0 793.0 635.0 2112.0 1/2" 1" 400.0 

8" 200 970.0 1128.0 133.0 829.0 1009.0 800.0 3868.0 1/2" 1" 820.0 

10" 250 1090.0 1326.0 133.0 993.0 1194.0 920.0 5267.0 1/2" 1" 1180.0 

12" 300 1221.0 1565.0 133.0 1190.0 1416.0 1160.0 8248.0 1/2" 1” 1685.0 

Materials of Construction 
Item Carbon Steel Stainless Steel 

Strainer Body (Cast) ASME SA352 LCB/LCC* ASME SA351 CF8M 

Strainer Cover (Cast) ASME SA352 LCB/LCC* ASME SA351 CF8M 

Strainer Basket St.St. 316 (3mm Perf. as Standard / to Customer Specification) 

Cover Gasket (Spiral wound) Graphite or P.T.F.E. as Standard / to Customer Specification. 

Vent Plug ASME SA350 LF2 ASME SA182 F316 

Drain Plug ASME SA350 LF2 ASME SA182 F316 

Cover Studbolts ASME SA193 B7 - Zinc Plated 

Cover Full Nuts ASME SA194 2H - Zinc Plated 

Cover Washers Carbon Steel - Zinc plated  (Not supplied as standard) 

* Dual certified material as per ASME VIII – Division 1, UG23(a)

Features: 

Options: 

FILTERS
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Form Number: QD/177/01 

Manufacturer: -  Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/MBC/RJ600/STL 
Stoke Heath Works, Hanbury Road.    Revision: 03
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND    
Telephone: (44) 01527 831644  
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

RTJ - 600LB RATING BOLTED COVER MONO-IN-LINE STRAINER 
Sizes:   1" to 12" Nominal Bore 

Pressure: ASME Class 600LB (Full Rating) 

 Integrally Cast Housing.

 Bolted Cover.

 Red Oxide Finish as Standard (c/s).

 3mm. Perf. Basket as Standard.

 Integral Feet on 6"NB and over.

 Special Gasket, Special Basket.

 D.P. Tappings/Gauge.

 Magnetic Basket Insert.

 Flanged Drains / Drain Valves.

 Special Finish / Linings.

 Flanged Vent (On Sizes > 1½”NB)

Standards: PED 2014/68/EU.

 ASME B16.5 Flange Dimensions. 

 EN 10204 / NACE Certification. 

Model Number Derivation: -    
The model number can be derived as follows: - A***/RJ60/***/MBC  

For more information, visit our Web Site: www.bartonfirtop.co.uk 

All data is subject to confirmation at the time of order. Our 

policy is one of continual improvement and we reserve the right 
to amend details without prior notice. 

'352' denotes L.T.C.S.

'351' denotes Stainless Steel
Denotes the size i.e. add '025' for a 1"NB

Unit Size 
(NB) 

Dimensions 
Basket 
Area 
(cm2) 

Vent 
(NPT) 

Drain 
(NPT) 

Weight 
(kg) 

Calculated

'A' 
Face to 

Face

'B'
Overall 

Height

'C' 
Base to 

Drain

'D' 
Base to 

Centreline 

'E' 
Base to 

Gasket 

'F' 
Basket 

Removal Inch mm 

1" 25 265.0 332.0 30.0 192.0 240.0 210.0 230.0 3/8" 1/2" 18.0 

1½" 40 305.0 410.0 30.0 255.0 314.0 275.0 365.0 3/8" 1/2" 30.0 

2" 50 370.0 480.0 48.0 320.0 385.0 345.0 475.0 3/8" 1/2" 38.0 

3" 80 440.0 542.0 66.0 357.0 440.0 370.0 637.0 3/8" 1/2" 73.0 

4" 100 540.0 651.0 66.0 442.0 541.0 450.0 1056.0 3/8" 1/2" 145.0 

6" 150 800.0 894.0 85.0 650.0 793.0 635.0 2112.0 1/2" 1" 400.0 

8" 200 970.0 1128.0 133.0 829.0 1009.0 800.0 3868.0 1/2" 1" 820.0 

10" 250 1090.0 1326.0 133.0 993.0 1194.0 920.0 5267.0 1/2" 1" 1180.0 

12" 300 1221.0 1565.0 133.0 1190.0 1416.0 1160.0 8248.0 1/2" 1” 1685.0 

Materials of Construction 
Item Carbon Steel Stainless Steel 

Strainer Body (Cast) ASME SA352 LCB/LCC* ASME SA351 CF8M 

Strainer Cover (Cast) ASME SA352 LCB/LCC* ASME SA351 CF8M 

Strainer Basket St.St. 316 (3mm. Perf. as Standard / to Customer Specification) 

Cover Gasket (Spiral wound) Graphite or P.T.F.E. as Standard / to Customer Specification. 

Vent Plug ASME SA350 LF2 ASME SA182 F316 

Drain Plug ASME SA350 LF2 ASME SA182 F316 

Cover Studbolts ASME SA193 B7 - Zinc Plated 

Cover Full Nuts ASME SA194 2H - Zinc Plated 

Cover Washers Carbon Steel - Zinc plated  (Not supplied as standard) 

* Dual certified material as per ASME VIII – Division 1, UG23(a)

Features: 

Options: 

FILTERS
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Manufacturer: -  Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/FIR/R150/STL 
Stoke Heath Works, Hanbury Road.    Revision: 08
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F – 150LB RATING DUPLEX ‘FIRPLEX’ STRAINER 
`

Sizes:   ½" to 6" Nominal Bore 

Pressure: Class 150LB 

 Simple Change-over Operation.

 Linked Ball Valve Mechanism.

 Online Chamber Indicator.

 Red oxide Finish (Carbon Steel).

 3mm Perf. Baskets as Standard.

 Special Baskets.

 D.P. Tappings/Gauge.

 Magnetic Basket Inserts.

 Flanged Drains / Vents.

 Special Finish.

 Other Materials / Ratings available.

 Gearbox & Handwheel (6”NB only).

Standards: PED 2014/68/EU (1½” to 6”NB only).

ASME B16.5 Flange Dimensions. 

   EN 10204 / NACE Certification. 

Model Number Derivation: - 
The model number can be derived as follows: - A***/R15/***/FLD

All data is subject to confirmation at the time of order. Our policy is one of continuous improvement and we reserve the right to amend details without prior notice. 

For more information, visit our Web Site: www.bartonfirtop.co.uk 

'216' denotes Carbon Steel

'351' denotes Stainless Steel
Denotes the size i.e. add '025' for a 1"

Size 
Dimensions (mm) 

Basket 
Area 
(cm2)

Weight 
(C/S - kg)

'A' 
Face to 

Face

'B'
Base to 

C/line

'C'
Basket 

Removal

'D' 
Overall 

Height

'E' 
Overall 

Width

'F' 
Drain 

(NPT)

'G' 
Vent 

(NPT)

'H' 
Handle 

WidthInch mm 

½" 15 190.0 142.0 150.0 272.0 272.0 ¼” ¼” 280.0 104.3 17.5 

¾" 20 190.0 142.0 150.0 272.0 272.0 ¼” ¼” 280.0 104.3 18.0 

1" 25 200.0 142.0 150.0 272.0 272.0 ¼” ¼” 280.0 104.3 18.0 

1½" 40 260.0 182.0 195.0 335.0 360.0 3/8” ¼” 300.0 153.1 38.0 

2" 50 295.0 227.0 260.0 395.0 398.0 ½” ¼” 330.0 250.8 56.0 

3" 80 415.0 315.0 360.0 530.0 540.0 ¾” 3/8” 450.0 513.4 132.0 

4" 100 520.0 417.0 490.0 670.0 713.0 ¾” ½” 560.0 929.7 292.0 

6" 150 740.0 644.0 750.0 
1045.0 
*1120.0

1055.0 1” ¾” 800.0 2239.1 730.0 

*Dimension ‘D’ increases to that stated for 6”NB gearbox option.

Materials of Construction 
Item Carbon Steel Stainless Steel 

Valve Body, Chambers, Covers ASME SA216 WCB ASME SA351 CF8M 

Change-over Handle (≤ 4”NB) ASME SA216 WCB ASME SA351 CF8M 

Change-over Handle (6”NB) Stainless Steel 316 (with plastic grip & dome nut) 

Drain / Vent plugs ASME SA105N ASME SA182 F316 

Studbolts ASME SA193 B7M - Zinc Plated 

Full Nuts ASME SA194 2HM - Zinc Plated 

Diverter Balls Stainless Steel 316 

Ball Seats P.T.F.E. 

Internal Shafts Stainless Steel 316 

‘O’-Rings Viton as standard – other materials available on request 

Baskets (Perforated) Stainless Steel 316 (Ø3mm Perf. as Standard)* 

* Baskets can be lined with various meshes to suit customer requirements.

Features: 

Options: 

Note: 
 6”NB unit shown (feet & top flange on this size only).

 Equalisation valve on 3”NB unit & above.

 Cast handle on 4”NB unit & below.
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Manufacturer: -  Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/FIR/PN16/STL 
Stoke Heath Works, Hanbury Road.    Revision: 05
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F – PN16 RATING DUPLEX ‘FIRPLEX’ STRAINER 
`

Sizes:   ½" to 6" Nominal Bore 

Pressure: PN16 

 Simple Change-over Operation.

 Linked Ball Valve Mechanism.

 Online Chamber Indicator.

 Red oxide Finish (Carbon Steel).

 3mm Perf. Baskets as Standard.

 Special Baskets.

 D.P. Tappings/Gauge.

 Magnetic Basket Inserts.

 Flanged Drains / Vents.

 Special Finish.

 Other Materials / Ratings available.

 Gearbox & Handwheel (6”NB only).

Standards: PED 2014/68/EU (1½” to 6”NB only).

BS EN 1092-1 Flange Dimensions. 

   EN 10204 / NACE Certification. 

Model Number Derivation: - 
The model number can be derived as follows: - A***/PN16/***/FLD

All data is subject to confirmation at the time of order. Our policy is one of continuous improvement and we reserve the right to amend details without prior notice. 

For more information, visit our Web Site: www.bartonfirtop.co.uk 

'216' denotes Carbon Steel

'351' denotes Stainless Steel
Denotes the size i.e. add '025' for a 1"

Size 
Dimensions (mm) 

Basket 
Area 
(cm2)

Weight 
(C/S - kg)

'A' 
Face to 

Face

'B'
Base to 

C/line

'C'
Basket 

Removal

'D' 
Overall 

Height

'E' 
Overall 

Width

'F' 
Drain 

(NPT)

'G' 
Vent 

(NPT)

'H' 
Handle 

WidthInch mm 

½" 15 190.0 142.0 150.0 272.0 272.0 ¼” ¼” 280.0 104.3 18.0 

¾" 20 190.0 142.0 150.0 272.0 272.0 ¼” ¼” 280.0 104.3 18.0 

1" 25 200.0 142.0 150.0 272.0 272.0 ¼” ¼” 280.0 104.3 18.5 

1½" 40 260.0 182.0 195.0 335.0 360.0 3/8” ¼” 300.0 153.1 38.5 

2" 50 295.0 227.0 260.0 395.0 398.0 ½” ¼” 330.0 250.8 56.0 

3" 80 415.0 315.0 360.0 530.0 540.0 ¾” 3/8” 450.0 513.4 131.0 

4" 100 520.0 417.0 490.0 670.0 713.0 ¾” ½” 560.0 929.7 290.0 

6" 150 740.0 644.0 750.0 
1045.0 
*1120.0

1055.0 1” ¾” 800.0 2239.1 728.5 

*Dimension ‘D’ increases to that stated for 6”NB gearbox option.

Materials of Construction 
Item Carbon Steel Stainless Steel 

Valve Body, Chambers, Covers ASME SA216 WCB ASME SA351 CF8M 

Change-over Handle (≤ 4”NB) ASME SA216 WCB ASME SA351 CF8M 

Change-over Handle (6”NB) Stainless Steel 316 (with plastic grip & dome nut) 

Drain / Vent plugs ASME SA105N ASME SA182 F316 

Studbolts ASME SA193 B7M - Zinc Plated 

Full Nuts ASME SA194 2HM - Zinc Plated 

Diverter Balls Stainless Steel 316 

Ball Seats P.T.F.E. 

Internal Shafts Stainless Steel 316 

‘O’-Rings Viton as standard – other materials available on request 

Baskets (Perforated) Stainless Steel 316 (Ø3mm Perf. as Standard)* 

* Baskets can be lined with various meshes to suit customer requirements.

Features: 

Options: 

Note: 
 6”NB unit shown (feet & top flange on this size only).

 Equalisation valve on 3”NB unit & above.

 Cast handle on 4”NB unit & below.
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Manufacturer: -  Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED   SDD/DRV/R150/STL 
Stoke Heath Works, Hanbury Road.    Revision: 01
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644   Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F – 150LB RATING ROTA-GATE DUPLEX STRAINER
Sizes:   8" to 20" Nominal Bore 

Pressure: ASME Class 150LB 

 Simple Change-over operation.

 Online Chamber Indicator.

 Equalisation Valve.

 Standard Chamber Flanges.

 Self supporting unit.

 Red oxide Finish (Carbon Steel).

 Ø6mm Perf. Baskets as Standard.

 Special Baskets.

 D.P. Tappings/Gauge.

 Magnetic Basket Inserts.

 Davit for chamber cover removal.

 Anti-tamper locking option.

 Flanged Drains / Vents.

 Special Finish.

 Other materials / ratings available.

Standards: PED 97/23/EC.

ASME B16.5 Flange Dimensions. 

   EN 10204 / NACE Certification. 

Model Number Derivation: - 
The model number can be derived as follows: - A***/R15/***/DRV

For more information, visit our Web Site: www.bartonfirtop.co.uk 

'216' denotes Carbon Steel

'351' denotes Stainless Steel
Denotes the size i.e. add '200' for an 8"

Size 
Dimensions (mm) 

Basket 
Area 
(cm2)

Weight 
(KG)

'A' 
Face to 

Face

'B'
Base to 

C/line

'C'
Basket 

Removal

'D' 
Overall 

Height

'E' 
Overall 

Width

'F' 
Drain 

(NB)

'G' 
Vent 

(NPT)Inch mm 

8" 200 1000.0 304.0 1000.0 685.0 1045.0 1” 1” 2610.0 T.B.A. 

10" 250 1260.0 382.0 1220.0 850.0 1270.0 1½” 1” 4100.0 T.B.A. 

12" 300 1505.0 460.0 1400.0 1000.0 1506.0 2” 1½” 6803.0 T.B.A. 

14” 350 1515.0 460.0 1400.0 1000.0 1506.0 2” 1½” 6803.0 T.B.A. 

16" 400 1900.0 575.0 1750.0 2250.0 1850.0 2” 1½” 9220.0 T.B.A. 

18” 450 1920.0 575.0 1750.0 2250.0 1850.0 2” 1½” 9220.0 T.B.A. 

20” 500 1920.0 575.0 1750.0 2250.0 1850.0 2” 1½” 9220.0 T.B.A. 

Materials of Construction 
Item Carbon Steel Stainless Steel 

Strainer Body / Headers ASME SA216 WCB ASME SA351 CF8M 

Chamber Covers ASME SA216 WCB ASME SA351 CF8M 

Gate Valves / Swing Arm ASME SA216 WCB ASME SA351 CF8M 

Gearbox Aluminium – Heavy Duty Offshore Paint System as Standard 

Vent Plug / Drain Flange ASME SA105N ASME SA182 F316 

Stud bolts / Full Nuts ASME SA193 B7M /  ASME SA194 2HM – Zinc Plated as standard 

Chamber Cover Gasket Klingersil C4400 as standard 

Header Gaskets / Gate Gaskets Viton as standard, other materials available. 

Basket Gasket Viton as standard, other materials available. 

Baskets Stainless Steel 316 (Ø6mm Perforated Plate as standard)*. 

* Baskets can be lined with various meshes to suit customer requirements.

Features: 

Options: 

All data is subject to confirmation at the time of order. 

Our policy is one of continual improvement and we 

reserve the right to amend details without prior notice. 
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Form Number: QD/177/01 

Manufacturer: - Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED      SDD/MBF/R150/STL
Stoke Heath Works, Hanbury Road.   Revision: 01
Bromsgrove. Worcestershire. B60 4LT. 

ENGLAND 

Telephone: (44) 01527 831644 or 575211 

Fax: (44) 01527 832638 

E-mail: sales@bartonfirtop.co.uk

R/F - 150LB RATED QUICK RELEASE BAG FILTER HOUSINGS 
Sizes:   2" to 12" Nominal Bore (DN50-300) 

Pressure: ANSI Class 150LB 

 5µm, 10µm or 25µm Filter Bags

 Other Filtration Levels on Request
 Ø6mm Perf. Filter Bag Basket

 High Dirt Holding Capacity

 Integrally Cast Housing
 Quick-Release Closure

 Integral Feet on 6" and Over
 Red Oxide Finish (C/S Only)

 Special Gasket / Basket Material

 Special Filter Bag Material
 D.P. Tappings / Gauge

 Flanged Drains / Drain Valves

 Special Finish / Linings

Standards: PED 2014/68/EC
ANSI B16.5 Flange Dimensions 

   EN 10204 / NACE Certification 

Model Number Derivation: - 
The model number can be derived as follows: - A***/R15/***/MBF

For more information, visit our Web Site: www.bartonfirtop.co.uk 

All data is subject to confirmation at the time of order. Our 
policy is one of continual improvement and we reserve the 

right to amend details without prior notice. 

'216' denotes Carbon Steel

'351' denotes Stainless Steel
Denotes the size i.e. add '050' for a 2"

Size 
(NB) 

Dimensions (mm) 
Basket 
Area 
(cm2) 

Vent 
(NPT) 

Drain 
(NPT) 

Weight 
(KG)

'A' 
Face to 
Face

'B'
Overall 
Height

'C' 
Base to 
Drain

'D' 
Base to 

Centreline

'E' 
Base to 
Cover 

'F' 
Basket 

Removal Inch mm 

2" 50 315.0 490.0 38.0 314.0 362.0 340.0 488.0 ¼" ¾" 27.5 

3" 80 365.0 570.0 40.0 342.0 411.0 375.0 652.0 3/8" ¾" 47.5 

4" 100 445.0 695.0 47.0 426.0 505.0 450.0 1088.0 3/8" 1" 84.0 

6" 150 600.0 990.0 95.0 619.0 734.0 630.0 2151.0 ½" 1½" 170.0 

8" 200 715.0 1190.0 112.5 787.0 927.0 800.0 3973.0 ½" 1½" 330.0 

10" 250 855.0 1415.0 120.0 908.0 1077.0 940.0 5304.0 ½" 1½" 520.0 

12" 300 1015.0 1570.0 175.0 1152.0 1367.0 1180.0 8295.0 ½" 2" 880.0 

Materials of Construction 
Item Carbon Steel Stainless Steel 

Strainer Body (Cast) ASTM A216 WCB ASTM A351 CF8M 

Strainer Cover (Cast) ASTM A216 WCB ASTM A351 CF8M 

Bag Filter Basket St. St. 316 (Ø6mm Perf. as Standard / to Customer Specification) 

Filter Bag Insert Polypropylene (5µm, 10µm or 25µm / to Customer Specification) 

Cover Gasket (O-ring) Nitrile as Standard / to Customer Specification. 

Vent Plug (Forged) ASTM A105N ASTM A182 F316 

Drain Plug (Forged) ASTM A105N ASTM A182 F316 

Strongback (Cast) ASTM A216 WCB ASTM A351 CF8M 

Screw Handle ASTM A193 B7M - Zinc Plated / St. St. 316 Handle 

Quick Release Pin BS 970 080 M40 - Zinc Plated 

Linch pin Carbon Steel - Zinc Plated 

Features: 

Options: 

Back to Data Sheet Index
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Form Number: QD/177/01 

Manufacturer: - Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED      SDD/MBF/R300/STL
Stoke Heath Works, Hanbury Road.   Revision: 01
Bromsgrove. Worcestershire. B60 4LT. 

ENGLAND 

Telephone: (44) 01527 831644 or 575211 

Fax: (44) 01527 832638 

E-mail: sales@bartonfirtop.co.uk

R/F - 300LB RATED QUICK RELEASE BAG FILTER HOUSINGS 
Sizes:   2" to 10" Nominal Bore (DN50-300) 

Pressure: ANSI Class 300LB 

 5µm, 10µm or 25µm Filter Bags

 Other Filtration Levels on Request
 Ø6mm Perf. Filter Bag Basket

 High Dirt Holding Capacity

 Integrally Cast Housing
 Quick-Release Closure

 Integral Feet on 6" and Over
 Red Oxide Finish (C/S Only)

 Special Gasket / Basket Material

 Special Filter Bag Material
 D.P. Tappings / Gauge

 Flanged Drains / Drain Valves

 Special Finish / Linings

Standards: PED 2014/68/EC
ANSI B16.5 Flange Dimensions 

   EN 10204 / NACE Certification 

Model Number Derivation: - 
The model number can be derived as follows: - A***/R30/***/MBF

For more information, visit our Web Site: www.bartonfirtop.co.uk 

All data is subject to confirmation at the time of order. Our 
policy is one of continual improvement and we reserve the 

right to amend details without prior notice. 

'216' denotes Carbon Steel

'351' denotes Stainless Steel
Denotes the size i.e. add '050' for a 2"

Size 
(NB) 

Dimensions (mm) 
Basket 
Area 
(cm2) 

Vent 
(NPT) 

Drain 
(NPT) 

Weight 
(KG)

'A' 
Face to 
Face

'B'
Overall 
Height

'C' 
Base to 
Drain

'D' 
Base to 

Centreline

'E' 
Base to 
Cover 

'F' 
Basket 

Removal Inch mm 

2" 50 321.0 490.0 38.0 314.0 362.0 340.0 488.0 ¼" ¾" 29.5 

3" 80 375.0 570.0 40.0 342.0 411.0 375.0 652.0 3/8" ¾" 51.0 

4" 100 455.0 715.0 47.0 426.0 508.0 450.0 1088.0 3/8" 1" 92.0 

6" 150 620.0 1010.0 95.0 619.0 749.0 630.0 2151.0 ½" 1½" 230.0 

8" 200 740.0 1320.0 109.5 787.0 952.0 800.0 3973.0 ½" 1½" 450.0 

10" 250 890.0 1495.0 120.0 908.0 1103.0 940.0 5304.0 ½" 1½" 680.0 

Materials of Construction 
Item Carbon Steel Stainless Steel 

Strainer Body (Cast) ASTM A216 WCB ASTM A351 CF8M 

Strainer Cover (Cast) ASTM A216 WCB ASTM A351 CF8M 

Bag Filter Basket St. St. 316 (Ø6mm Perf. as Standard / to Customer Specification) 

Filter Bag Insert Polypropylene (5µm, 10µm or 25µm / to Customer Specification) 

Cover Gasket (O-ring) Nitrile as Standard / to Customer Specification. 

Vent Plug (Forged) ASTM A105N ASTM A182 F316 

Drain Plug (Forged) ASTM A105N ASTM A182 F316 

Strongback (Cast) ASTM A216 WCB ASTM A351 CF8M 

Screw Handle ASTM A193 B7M - Zinc Plated / St. St. 316 Handle 

Quick Release Pin BS 970 080 M40 - Zinc Plated 

Linch pin Carbon Steel - Zinc Plated 

Features: 

Options: 

Back to Data Sheet Index
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Form Number: QD/177/01 

Manufacturer: - Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED      SDD/MBF/PN16/STL
Stoke Heath Works, Hanbury Road.   Revision: 01
Bromsgrove. Worcestershire. B60 4LT. 

ENGLAND 

Telephone: (44) 01527 831644 or 575211 

Fax: (44) 01527 832638 

E-mail: sales@bartonfirtop.co.uk

R/F – PN16 RATED QUICK RELEASE BAG FILTER HOUSINGS 
Sizes:   2" to 12" Nominal Bore (DN50-300) 

Pressure: PN16 

 5µm, 10µm or 25µm Filter Bags

 Other Filtration Levels on Request
 Ø6mm Perf. Filter Bag Basket

 High Dirt Holding Capacity

 Integrally Cast Housing
 Quick-Release Closure

 Integral Feet on 6" and Over
 Red Oxide Finish (C/S Only)

 Special Gasket / Basket Material

 Special Filter Bag Material
 D.P. Tappings / Gauge

 Flanged Drains / Drain Valves

 Special Finish / Linings

Standards: PED 2014/68/EC
EN 1092-1 Flange Dimensions 

   EN 10204 / NACE Certification 

Model Number Derivation: - 
The model number can be derived as follows: - A***/PN16/***/MBF

For more information, visit our Web Site: www.bartonfirtop.co.uk 

All data is subject to confirmation at the time of order. Our 
policy is one of continual improvement and we reserve the 

right to amend details without prior notice. 

'216' denotes Carbon Steel

'351' denotes Stainless Steel
Denotes the size i.e. add '050' for a 2"

Size 
(NB) 

Dimensions (mm) 
Basket 
Area 
(cm2) 

Vent 
(NPT) 

Drain 
(NPT) 

Weight 
(KG)

'A' 
Face to 
Face

'B'
Overall 
Height

'C' 
Base to 
Drain

'D' 
Base to 

Centreline

'E' 
Base to 
Cover 

'F' 
Basket 

Removal Inch mm 

2" 50 315.0 490.0 38.0 314.0 362.0 340.0 488.0 ¼" ¾" 28.0 

3" 80 360.0 570.0 40.0 342.0 411.0 375.0 652.0 3/8" ¾" 44.0 

4" 100 440.0 695.0 47.0 426.0 505.0 450.0 1088.0 3/8" 1" 67.0 

6" 150 595.0 990.0 95.0 619.0 734.0 630.0 2151.0 ½" 1½" 165.5 

8" 200 705.0 1190.0 112.5 787.0 927.0 800.0 3973.0 ½" 1½" 305.0 

10" 250 845.0 1415.0 120.0 908.0 1077.0 940.0 5304.0 ½" 1½" 544.0 

12" 300 1005.0 1570.0 175.0 1152.0 1367.0 1180.0 8295.0 ½" 2" 900.0 

Materials of Construction 
Item Carbon Steel Stainless Steel 

Strainer Body (Cast) ASTM A216 WCB ASTM A351 CF8M 

Strainer Cover (Cast) ASTM A216 WCB ASTM A351 CF8M 

Bag Filter Basket St. St. 316 (Ø6mm Perf. as Standard / to Customer Specification) 

Filter Bag Insert Polypropylene (5µm, 10µm or 25µm / to Customer Specification) 

Cover Gasket (O-ring) Nitrile as Standard / to Customer Specification. 

Vent Plug (Forged) ASTM A105N ASTM A182 F316 

Drain Plug (Forged) ASTM A105N ASTM A182 F316 

Strongback (Cast) ASTM A216 WCB ASTM A351 CF8M 

Screw Handle ASTM A193 B7M - Zinc Plated / St. St. 316 Handle 

Quick Release Pin BS 970 080 M40 - Zinc Plated 

Linch pin Carbon Steel - Zinc Plated 

Features: 

Options: 
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Form Number: QD/177/01 

Manufacturer: - Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED      SDD/MBF/PN40/STL
Stoke Heath Works, Hanbury Road.   Revision: 01
Bromsgrove. Worcestershire. B60 4LT. 

ENGLAND 

Telephone: (44) 01527 831644 or 575211 

Fax: (44) 01527 832638 

E-mail: sales@bartonfirtop.co.uk

R/F – PN40 RATED QUICK RELEASE BAG FILTER HOUSINGS 
Sizes:   2" to 10" Nominal Bore (DN50-300) 

Pressure: PN40 

 5µm, 10µm or 25µm Filter Bags

 Other Filtration Levels on Request
 Ø6mm Perf. Filter Bag Basket

 High Dirt Holding Capacity

 Integrally Cast Housing
 Quick-Release Closure

 Integral Feet on 6" and Over
 Red Oxide Finish (C/S Only)

 Special Gasket / Basket Material

 Special Filter Bag Material
 D.P. Tappings / Gauge

 Flanged Drains / Drain Valves

 Special Finish / Linings

Standards: PED 2014/68/EC
EN 1092-1 Flange Dimensions 

   EN 10204 / NACE Certification 

Model Number Derivation: - 
The model number can be derived as follows: - A***/PN40/***/MBF

For more information, visit our Web Site: www.bartonfirtop.co.uk 

All data is subject to confirmation at the time of order. Our 
policy is one of continual improvement and we reserve the 

right to amend details without prior notice. 

'216' denotes Carbon Steel

'351' denotes Stainless Steel
Denotes the size i.e. add '050' for a 2"

Size 
(NB) 

Dimensions (mm) 
Basket 
Area 
(cm2) 

Vent 
(NPT) 

Drain 
(NPT) 

Weight 
(KG)

'A' 
Face to 
Face

'B'
Overall 
Height

'C' 
Base to 
Drain

'D' 
Base to 

Centreline

'E' 
Base to 
Cover 

'F' 
Basket 

Removal Inch mm 

2" 50 315.0 490.0 38.0 314.0 362.0 340.0 488.0 ¼" ¾" 29.0 

3" 80 360.0 570.0 40.0 342.0 411.0 375.0 652.0 3/8" ¾" 45.5 

4" 100 440.0 695.0 47.0 426.0 508.0 450.0 1088.0 3/8" 1" 90.0 

6" 150 600.0 990.0 95.0 619.0 749.0 630.0 2151.0 ½" 1½" 230.0 

8" 200 726.0 1190.0 109.5 787.0 952.0 800.0 3973.0 ½" 1½" 450.0 

10" 250 870.0 1415.0 120.0 908.0 1103.0 940.0 5304.0 ½" 1½" 675.0 

Materials of Construction 
Item Carbon Steel Stainless Steel 

Strainer Body (Cast) ASTM A216 WCB ASTM A351 CF8M 

Strainer Cover (Cast) ASTM A216 WCB ASTM A351 CF8M 

Bag Filter Basket St. St. 316 (Ø6mm Perf. as Standard / to Customer Specification) 

Filter Bag Insert Polypropylene (5µm, 10µm or 25µm / to Customer Specification) 

Cover Gasket (O-ring) Nitrile as Standard / to Customer Specification. 

Vent Plug (Forged) ASTM A105N ASTM A182 F316 

Drain Plug (Forged) ASTM A105N ASTM A182 F316 

Strongback (Cast) ASTM A216 WCB ASTM A351 CF8M 

Screw Handle ASTM A193 B7M - Zinc Plated / St. St. 316 Handle 

Quick Release Pin BS 970 080 M40 - Zinc Plated 

Linch pin Carbon Steel - Zinc Plated 

Features: 

Options: 
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Form Number: QD/177/01 

Manufacturer: -  Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/YLD/R150/STL 
Stoke Heath Works, Hanbury Road.    Revision: 07
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F - 150LB RATING LIGHT DUTY 'Y'-TYPE STRAINER 
Sizes:   ½" to 12" Nominal Bore 

Pressure: ASME Class 150LB 

 Integrally Cast Housing.

 Bolted Cover c/w Drain Plug.

 Red oxide Finish (Carbon Steel).

 3mm Perf. Screen as Standard.

 Special Gasket, Special Screen.

 D.P. Tappings/Gauge.

 Magnetic Screen Insert.

 Flanged Drains / Drain Valves.

 Special Finish / Linings.

Standards: PED 2014/68/EU.

ASME B16.5 Flange Dimensions. 

 EN 10204 / NACE Certification. 

Model Number Derivation: - 
The model number can be derived as follows: - A***/R15/***/YLD

For more information, visit our Web Site: www.bartonfirtop.co.uk 

All data is subject to confirmation at the time of order. 

Our policy is one of continual improvement and we 
reserve the right to amend details without prior notice. 

'A'  3mm 

'216' denotes Carbon Steel

'351' denotes Stainless Steel
Denotes the size i.e. add '025' for a 1"

Size 
Dimensions 

Screen 
Area 
(cm2)

Weight 
(KG)

'A' 
Face to 
Face

'B'
Base to 

Centre line

'C' 
Screen 

Removal

'D' 
Drain 
(NPT)Inch mm 

½" 15 170.0 95.0 165.0 ½" 80.0 3.0 

¾" 20 170.0 95.0 165.0 ½" 80.0 4.0 

1" 25 185.0 110.0 185.0 ½" 126.5 6 

1½" 40 270.0 140.0 230.0 ½" 199.0 10.5 

2" 50 275.0 180.0 285.0 ½" 333.0 17.0 

3" 80 360.0 220.0 355.0 ½" 574.5 29.5 

4" 100 435.0 260.0 410.0 ½" 923.4 49.0 

6" 150 560.0 340.0 552.0 ½" 1894.0 97.0 

8" 200 655.0 440.0 705.0 ¾" 2870.0 180.0 

10" 250 880.0 600.0 1000.0 ¾" 5000.0 340.0 

12" 300 970.0 640.0 1040.0 ¾" 6375.0 510.0 

Materials of Construction 
Item Carbon Steel Stainless Steel 

Strainer Body (Cast) ASME SA216 WCB ASME SA351 CF8M 

*Strainer Cover ASME SA516 Gr60 / SA216 WCB ASME SA240 316 / SA351 CF8M 

Drain Plug (Forged) ASME SA105N ASME SA182 F316 

Cover Studbolts ASME SA193 B7M - Zinc Plated 

Cover Full Nuts ASME SA194 2HM - Zinc Plated 

Cover Gasket (Flat) C.N.A.F. as Standard / to Customer Specification

Screen (Perforated) St.St. 316 (3mm Perf. as Standard / to Customer Specification) 

* The Strainer cover may be furnished from Plate or Casting depending upon size / availability.

'D' 
'B

' 

'C
' 

Face to Face 
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Features: 

Options: 
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Form Number: QD177/02 

Manufacturer: -  Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/YFL/R15/STL 
Stoke Heath Works, Hanbury Road.    Revision: 03
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND    
Telephone: (44) 01527 831644 
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F – 150LB RATING CAST ‘Y’-TYPE STRAINER 
Sizes: 14” – 24” Nominal Bore. 

Pressure: ASME Class 150. 

 Integrally Cast Housing.

 Bolted Cover c/w Drain Plug.

 Red Oxide Finish as Standard (c/s).

 3mm Perf. Screen as Standard.

 Special Gasket, Special Screen.

 D.P. Tappings/Gauge.

 Magnetic Screen Insert.

 Flanged Drains/Drain Valves.

 Special Finish/Linings.

 Alternative Bolting Materials.

 P.E.D. 2014/68/EU.

 ASME B16.5 Flange Specification.

 EN 10204/Nace Certification.

Model Number Derivation:-    
The model number can be derived as follows:-  A***/R15/***/YFL   

For more information, visit our Web Site: www.bartonfirtop.co.uk 

All data is subject to confirmation at the time of order.  

Our policy is one of continual improvement and we reserve 

the right to amend details without prior notice. 

'216' denotes Carbon Steel

'352' denotes L.T.C.S.

'351' denotes Stainless Steel

Denotes the size i.e. add '400' for a 16"NB

Unit Size 
(NB) 

Dimensions (mm) 
Screen 
Area 
(cm2) 

Weight 
(Calculated) 

(kg)

'A' 
Face to 

Face

'B'
Branch 

Flange O.D. 

'C' 
Screen 

Removal 

'D' 
Base to 

Centre Line 

'E' 
Drain 

(NPT) Inch mm 

14” 350 
1300.0 677.0 1250.0 825.0 

1½” 

9773.5 
915.0 

16” 400 950.0 

18” 450 
1600.0 801.0 1570.0 1025.0 15 292.5 

1545.0 

20” 500 1600.0 

24” 600 1900.0 979.0 1865.0 1235.0 21 745.0 2680.0 

Materials of Construction 
Item Carbon Steel L.T. Carbon Steel Stainless Steel 

Strainer Body (Cast) ASME SA216 WCB ASME SA352 LCB/LCC* ASME SA351 CF8M 

Strainer Cover (Cast) ASME SA216 WCB ASME SA352 LCB/LCC* ASME SA351 CF8M 

Strainer Screen St. St. 316 (3mm Perf. as Standard / to Customer Specification) 

Cover Flat Gasket (Standard) Klingersil C-4400, Graphite or P.T.F.E. as Standard / to Customer Spec 

Cover S/W Gasket (Optional) St. St. 316 with Graphite or P.T.F.E. as Standard / to Customer Spec 

Cover Stud bolts ASME SA193 B7M – Zinc Plated as Standard (alternatives available) 

Cover Heavy Hex Nuts ASME SA194 2HM – Zinc Plated as Standard (alternatives available) 

Cover Plain Washers Carbon Steel – Zinc Plated (not supplied as Standard) 

Cover Eyebolts ASME SA105 N ASME SA105 N St. St. 316 

Drain Plug ASME SA105 N ASME SA350 LF2 ASME SA182 F316 

* Dual Certified material as per ASME VIII – Division 1, UG-23 (a).

Features: 

Options: 

Standards: 
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Form Number: QD/177/01 

Manufacturer: -  Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/YMD/R300/STL 
Stoke Heath Works, Hanbury Road.    Revision: 08
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F - 300LB RATING MEDIUM DUTY 'Y'-TYPE STRAINER 
Sizes:   ½" to 12" Nominal Bore 

Pressure: ASME Class 300LB 

 Integrally Cast Housing.

 Bolted Cover c/w Drain Plug.

 Red oxide Finish (Carbon Steel).

 3mm Perf. Screen as Standard.

 Special Gasket, Special Screen.

 D.P. Tappings/Gauge.

 Magnetic Screen Insert.

 Flanged Drains / Drain Valves.

 Special Finish / Linings.

Standards: PED 2014/68/EU.

ASME B16.5 Flange Dimensions. 

EN 10204 / NACE Certification. 

Model Number Derivation: - 
The model number can be derived as follows: - A***/R30/***/YMD

For more information, visit our Web Site: www.bartonfirtop.co.uk 

All data is subject to confirmation at the time of order. 

Our policy is one of continual improvement and we 
reserve the right to amend details without prior notice. 

'A'  3mm 

'216' denotes Carbon Steel

'351' denotes Stainless Steel
Denotes the size i.e. add '025' for a 1"

Size 
Dimensions 

Screen 
Area 
(cm2)

Weight 
(kg)

'A' 
Face to 

Face

'B'
Base to 

Centre line

'C' 
Screen 

Removal

'D' 
Drain 

(NPT)Inch mm 

½" 15 175.0 95.0 165.0 ½" 80.0 3.0 

¾" 20 175.0 95.0 165.0 ½" 80.0 4.0 

1" 25 195.0 110.0 185.0 ½" 126.5 7.0 

1½" 40 275.0 140.0 230.0 ½" 199.0 12.0 

2" 50 315.0 180.0 285.0 ½" 333.0 18.5 

3" 80 405.0 220.0 355.0 ½" 574.5 37.5 

4" 100 490.0 260.0 410.0 ½" 923.4 70.0 

6" 150 582.0 340.0 552.0 ¾" 1894.0 130.0 

8" 200 730.0 440.0 705.0 ¾" 2870.0 240.0 

10" 250 910.0 600.0 1000.0 ¾" 5000.0 430.0 

12" 300 1070.0 640.0 1040.0 ¾" 6375.0 720.0 

Materials of Construction 
Item Carbon Steel Stainless Steel 

Strainer Body (Cast) ASME SA216 WCB ASME SA351 CF8M 

*Strainer Cover ASME SA516 Gr60 / SA216 WCB ASME SA240 316 / SA351 CF8M 

Drain Plug (Forged) ASME SA105N ASME SA182 F316 

Cover Studbolts ASME SA193 B7M - Zinc Plated 

Cover Full Nuts ASME SA194 2HM - Zinc Plated 

Cover Gasket (Flat) C.N.A.F. as Standard / to Customer Specification

Screen (Perforated) St.St. 316 (3mm Perf. as Standard / to Customer Specification) 

* The Strainer cover may be furnished from Plate or Casting depending upon size / availability.

'D' 
'B

' 

'C
' 

Face To Face 
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Features: 

Options: 
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Form Number: QD177/02 

Manufacturer: -  Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/YMD/R600/WCB 
Stoke Heath Works, Hanbury Road.    Revision: 07
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644  
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F - 600LB RATING MEDIUM DUTY 'Y'-TYPE STRAINER 
Sizes:   ½" to 12" Nominal Bore 

Pressure: ASME Class 600 

 Integrally Cast Housing.

 Bolted Cover c/w Drain Plug.

 Red Oxide Finish as Standard.

 3mm Perf. Screen as Standard.

 Special Gasket, Special Screen.

 D.P. Tappings / Gauge.

 Magnetic Screen Insert.

 Flanged Drains / Drain Valves.

 Special Finish / Linings.

 Alternative Bolting Materials.

Standards: PED 2014/68/EU.

ASME B16.5 Flange Specification. 

   EN 10204 / NACE Certification. 

Model Number Derivation: - 
The model number can be derived as follows: - A***/R60/***/YMD

For more information, visit our Web Site: www.bartonfirtop.co.uk 

All data is subject to confirmation at the time of order. 

Our policy is one of continual improvement and we 
reserve the right to amend details without prior notice. 

'216' denotes Carbon Steel Denotes the size i.e. add '025' for a 1"

Size 
Dimensions (mm) 

Screen 
Area 
(cm2)

Weight 
(KG)

'A' 
Face to 
Face

'B'
Base to 

Centre line

'C' 
Min. Screen 

Removal

'D' 
Drain 
(NPT)Inch mm 

½" 15 215.0 110.0 170.0 ½" 80.0 3.0 

¾" 20 215.0 110.0 170.0 ½" 80.0 4.5 

1" 25 225.0 125.0 185.0 ½" 126.5 9.0 

1½" 40 295.0 155.0 230.0 ½" 199.0 16.0 

2" 50 340.0 190.0 295.0 ½" 333.0 23.0 

3" 80 430.0 235.0 370.0 ½" 574.5 45.0 

4" 100 520.0 285.0 425.0 ½" 923.5 88.0 

6" 150 650.0 380.0 575.0 ¾" 1894.0 178.0 

8" 200 790.0 470.0 725.0 ¾" 2870.0 330.0 

10" 250 990.0 640.0 1040.0 ¾" 5000.0 590.0 

12" 300 1100.0 705.0 1090.0 ¾" 6375.0 910.0 

Materials of Construction 
Item Carbon Steel 

Strainer Body (Cast) ASME SA216 WCB 

Strainer Cover (Cast) ASME SA216 WCB 

Strainer Screen 
(Perforated) 

St.St. 316 (3mm Perf. as Standard / to Customer Specification) 

Cover Gasket (Spiral 
Wound) 

St.St. 316 with Graphite as Standard / to Customer Specification 

Cover Studbolts ASME SA193 B7M - Zinc Plated as Standard (alternatives available) 

Cover Heavy Hex Nuts ASME SA194 2HM - Zinc Plated as Standard (alternatives available) 

Cover Plain Washers Carbon Steel - Zinc Plated as Standard 

Cover Eyebolts ASME SA105N 

Drain Plug (Forged) ASME SA105N 

 

Features: 

Options: 
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Form Number: QD177/02 

Manufacturer: -  Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/YCP/PN16/STL 
Stoke Heath Works, Hanbury Road.    Revision: 05
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 
Fax: (44) 01527 832638 

E-mail: sales@bartonfirtop.co.uk

R/F – PN16 RATING CAST COMPACT 'Y'-TYPE STRAINER 
Sizes:   ½" to 12" Nominal Bore (DN15-300) 

Pressure: PN16 

 Integrally Cast Housing

 Bolted Cover c/w Drain Plug

 Compact / Lightweight Design

 Perf. Screen (mesh lining to suit)

 Special Gasket, Special Screen

 D.P. Tappings / Gauge

 Magnetic Screen Insert

 Flanged Drains / Drain Valves

 Special Finish / Linings

Standards: PED 2014/68/EU

BS EN 1092-1 Flange Dimensions 

 EN 10204 / NACE Certification 

BS EN 558 (face-to-face)

Model Number Derivation: - 
The model number can be derived as follows: - A***/PN16/***/YCP

For more information, visit our Web Site: www.bartonfirtop.co.uk 

All data is subject to confirmation at the time of order. 
Our policy is one of continual improvement and we 
reserve the right to amend details without prior notice. 

'216' denotes Carbon Steel

'351' denotes Stainless Steel
Denotes the size i.e. add '025' for a 1"

Size 
(NB) 

Dimensions (mm) Screen 
Area 
(cm2)

Weight 
(kg) 
[C/S]

'A' 
Face to 

Face

'B'
Base to 

Centre line

'C' 
Screen 

Removal

'D' 
Drain 

(NPT)Inch mm 

½" 15 130 80 125 ¼" 30 2.5 

¾" 20 150 93 145 ¼" 46 3.6 

1" 25 160 100 160 ⅜" 59 4.5 

1¼" 32 180 110 175 ⅜" 92 6 

1½" 40 200 120 190 ⅜" 114 7 

2" 50 230 152 230 ½" 187 10.5 

2½" 65 290 150 245 ½" 238 13.5 

3" 80 310 175 260 ½" 355 18 

4" 100 350 210 345 ½" 575 25 

5" 125 400 242 410 ½" 885 38 

6" 150 480 290 470 ½" 1240 58 

8" 200 600 370 590 ¾" 2075 107 

10" 250 730 475 740 ¾" 3315 195 

12" 300 850 560 870 ¾" 4690 314 

Materials of Construction 
Item Carbon Steel Stainless Steel 

Strainer Body (Cast) ASME SA216 WCB / DIN 1.0619** ASME SA351 CF8M / DIN 1.4408 

Strainer Cover (Cast) ASME SA216 WCB / DIN 1.0619** ASME SA351 CF8M / DIN 1.4408 

Drain Plug (Forged) ASME SA105N - Zinc Plated ASME SA182 F316 

Cover Studbolts ASME SA193 B7M - Zinc Plated ASME SA193 B8 / A2 (DIN 1.4301) 

Cover Heavy Hex Nuts ASME SA194 2HM - Zinc Plated ASME SA194 Gr.8 / A2 (DIN 1.4301) 

Cover Plain Washers Carbon Steel – Zinc Plated Stainless Steel 304 

Cover Gasket (Flat) C.N.A.F. as Standard / to Customer Specification

Strainer Screen* St. St. 316 (to Customer Specification) 

* Screens can be lined with mesh to suit Customer.   ** Dual Certified Material - impact tested to -15°C.

Features: 

Options: 
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Form Number: QD177/02 

Manufacturer: -  Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/YMD/PN40/STL 
Stoke Heath Works, Hanbury Road.    Revision: 06
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644  
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F – PN40 RATING MEDIUM DUTY 'Y'-TYPE STRAINER 
Sizes:   ½" to 12" Nominal Bore 

Pressure: PN40 

 Integrally Cast Housing.

 Bolted Cover c/w Drain Plug.

 Red oxide Finish as Standard (c/s).

 3mm Perf. Screen as Standard.

 Special Gasket, Special Screen.

 D.P. Tappings/Gauge.

 Magnetic Screen Insert.

 Flanged Drains / Drain Valves.

 Special Finish / Linings.

 Alternative Bolting Materials.

Standards: PED 2014/68/EU.

BS EN 1092-1 Flange Specification. 

   EN 10204 / NACE Certification. 

Model Number Derivation: - 
The model number can be derived as follows: - A***/PN40/***/YMD

For more information, visit our Web Site: www.bartonfirtop.co.uk 

All data is subject to confirmation at the time of order. 

Our policy is one of continual improvement and we 
reserve the right to amend details without prior notice. 

'A'  3mm 

'216' denotes Carbon Steel

'351' denotes Stainless Steel
Denotes the size i.e. add '025' for a 1"

Size 
Dimensions 

Screen 
Area 
(cm2)

Weight 
(KG)

'A' 
Face to 

Face

'B'
Base to 

Centre line

'C' 
Min. Screen 

Removal

'D' 
Drain 

(NPT)Inch mm 

½" 15 175.0 95.0 165.0 ½" 80.0 3.5 

¾" 20 177.0 95.0 165.0 ½" 80.0 4.5 

1" 25 195.0 110.0 185.0 ½" 127.0 6.3 

1½" 40 270.0 140.0 230.0 ½" 199.0 13.0 

2" 50 310.0 180.0 285.0 ½" 333.0 18.0 

3" 80 386.0 220.0 355.0 ½" 574.5 34.5 

4" 100 475.0 260.0 410.0 ½" 925.0 54.5 

6" 150 565.0 340.0 550.0 ¾" 1894.0 120.0 

8" 200 715.0 440.0 705.0 ¾" 2870.0 215.0 

10" 250 890.0 600.0 1000.0 ¾" 5005.0 420.0 

12" 300 1052.0 640.0 1040.0 ¾" 6375.0 695.0 

Materials of Construction 
Item Carbon Steel Stainless Steel 

Strainer Body (Cast) ASME SA216 WCB ASME SA351 CF8M 

Strainer Cover (Cast) ASME SA216 WCB ASME SA351 CF8M 

Strainer Screen (Perforated) St.St. 316 (3mm Perf. as standard / to Customer Specification) 

Cover Flat Gasket (Standard) Klingersil C-4400, Graphite or P.T.F.E as Standard / to Customer Specification. 

Cover S/W Gasket (Optional) St.St. 316 with Graphite or P.T.F.E as Standard / to Customer Specification. 

Cover Studbolts ASME SA193 B7M - Zinc Plated as Standard (alternatives available) 

Cover Heavy Hex Nuts ASME SA194 2HM - Zinc Plated as Standard (alternatives available) 

Cover Plain Washers Carbon Steel - Zinc Plated 

Cover Eyebolts ASME SA105N St. St. 316 

Drain Plug (Forged) ASME SA105N ASME SA182 F316 

'D' 
'B

' 

'C
' 

Face to Face 
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Features: 

Options: 
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Form Number: QD/177/01 

Manufacturer: -  Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED   SDD/YSW/1975/CS 
Stoke Heath Works, Hanbury Road.    Revision: 03
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: +44 (0)1527 831644 
Fax: +44 (0)1527 832638 
E-mail: sales@bartonfirtop.co.uk

SOCKETWELD - 1975 PSI – CARBON STEEL - ‘Y’-TYPE STRAINER 

           ½" to 2" Nominal Bore. 

                 1975 psi Rating (136.20 Barg). 

 Investment Cast Housing.

 Screwed Cover c/w Drain Plug.

 0.8 Perf. Screen as Standard.

 Full ASME B16.34 800 rating.

 1.6mm Corrosion Allowance.

 Red Oxide Finish.

 

 Special Gasket.

 Special Screen.

 Special Finish/Painting.

 PED 2014/68/EU.

 ASME B16.11 Dimensions.

 EN 10204 / NACE Certification.

Model Number Derivation: - 
The model number can be derived as follows: - YSW/1975/***/216

For more information, visit our Web Site: www.bartonfirtop.co.uk 
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All data is subject to confirmation at the time of order. 

Our policy is one of continual improvement and we 
reserve the right to amend details without prior notice. 

Denotes the size e.g. add '025' for a 1"

Size 
Dimensions (mm) 

Screen Weight 
(kg)

'A' 
Face to 

Face

'B'
Base to 

Centre line

'C' 
Screen 

Removal

'D' 
Drain 

(BSPP)Inch mm 

½" 15 70.0 50.0 70.0 ¼” BSPP 

 

0.5 

¾" 20 86.0 60.0 85.0 ¼” BSPP 0.8 

1" 25 102.0 72.0 95.0 ½” BSPP 1.3 

1½" 40 132.0 90.0 130.0 ½” BSPP 2.6 

2" 50 150.0 105.0 170.0 ½” BSPP 4.0 

Materials of Construction 
Item Carbon Steel 

Strainer Body (Cast) ASME SA216 WCB 

Strainer Cover (Cast) ASME SA216 WCB 

Cover Gasket P.T.F.E. as Standard 

Drain Plug (Cast) ASME SA216 WCB 

Drain Gasket P.T.F.E. as Standard 

Screen (Perforated) St.St.316 (0.8mm as standard / to Customer Specification). 

Sizes: 

Pressure: 

Features: 

Options: 

Standards: 

'A'  3mm 
Face to Face 

'B
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'C
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Form Number: QD/177/01 

Manufacturer: -  Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/YSW/1440/SS 
Stoke Heath Works, Hanbury Road.    Revision: 03
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: +44 (0)1527 831644 
Fax: +44 (0)1527 832638 
E-mail: sales@bartonfirtop.co.uk

SOCKETWELD - 1440 PSI – STAINLESS STEEL - ‘Y’-TYPE STRAINER 

           ½" to 2" Nominal Bore. 

                 1440 psi Rating. 

 Investment Cast Housing.

 Screwed Cover c/w Drain Plug.

 Ø0.8 Perf. Screen as Standard.

 Full ASME B16.5 600LB rating.

 Special Gasket.

 Special Screen.

 PED 2014/68/EU.

 ASME B16.11 Dimensions.

 EN 10204 /NACE Certification.

Model Number Derivation: - 
The model number can be derived as follows: - YSW/BFI/***/351

Size 
Dimensions (mm) 

Screen Weight 
(kg)

'A' 
Face to 
Face

'B'
Base to 

Centre line

'C' 
Screen 

Removal

'D' 
Drain 

(BSPP)Inch mm 

½" 15 66.0 50.0 70.0 ¼” BSPP 

0
.8

m
m
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e
rf
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ra

ti
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n
s
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r 
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o
 C
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r 
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e
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a
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n
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0.30 

¾" 20 80.0 60.0 85.0 ¼” BSPP 0.45 

1" 25 92.0 72.0 95.0 ½” BSPP 0.88 

1¼” 32 120.0 87.0 130.0 ½” BSPP 1.50 

1½" 40 120.0 87.0 130.0 ½” BSPP 1.50 

2" 50 140.0 100.0 170.0 ½” BSPP 2.20 

Materials of Construction 
Item Stainless Steel 

Strainer Body (Cast) ASME SA351 CF8M 

Strainer Cover (Cast) ASME SA351 CF8M 

Cover Gasket P.T.F.E. as Standard 

Drain Plug (Cast) ASME SA351 CF8M 

Drain Gasket P.T.F.E. as Standard 

Screen (Perforated) St.St.316 (Ø0.8mm as standard / to Customer Specification). 

For more information, visit our Web Site: www.bartonfirtop.co.uk 

All data is subject to confirmation at the time of order. 

Our policy is one of continual improvement and we 
reserve the right to amend details without prior notice. 

Denotes the size e.g. add '025' for a 1"

Sizes: 

Pressure: 

Features: 

Options: 

Standards: 

'A'  3mm 
Face to Face 

'B
' 

'C
' 

S
c
re

e
n
 R

e
m

o
v
a
l 

'D' 

S
/

W
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Form Number: QD/177/01 

Manufacturer: -  Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/YSF/1440/SS 
Stoke Heath Works, Hanbury Road.    Revision: 03
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: +44 (0)1527 831644 
Fax: +44 (0)1527 832638 
E-mail: sales@bartonfirtop.co.uk

SCREWED NPT/BSPT - 1440 PSI – STAINLESS STEEL - ‘Y’-TYPE STRAINER 

           ½" to 2" Nominal Bore. 

                 1440 psi Rating. 

 Investment Cast Housing.

 Screwed Cover c/w Drain Plug.

 Ø0.8 Perf. Screen as Standard.

 Full ASME B16.5 600LB rating.

 Special Gasket.

 Special Screen.

 Screwed NPT or BSPT.

 PED 2014/68/EU.

 ASME B16.11 Screwed Dimensions.

 EN 10204 / NACE Certification.

Model Number Derivation: - 
The model number can be derived as follows: - YSF/BFI/***/***/351

For more information, visit our Web Site: www.bartonfirtop.co.uk 

All data is subject to confirmation at the time of order. 
Our policy is one of continual improvement and we 
reserve the right to amend details without prior notice. 

'NPT' – Screwed NPT

'BSPT' – Screwed BSPT
    (End Connections) 

Denotes the size e.g. add '025' for a 1"

Sizes: 

Pressure: 

Features: 

Options: 

Standards: 

'A'  3mm 
Face to Face 

'B
' 

'C
' 

S
c
re

e
n
 R

e
m

o
v
a
l 

'D' 

N
P

T 
B

S
P

T 

Size 
Dimensions (mm) 

Screen Weight 
(kg)

'A' 
Face to 

Face

'B'
Base to 

Centre line

'C' 
Screen 

Removal

'D' 
Drain 

(BSPP)Inch mm 

½" 15 66.0 50.0 70.0 ¼” BSPP 

0
.8

m
m
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e
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o
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a
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n
s
 

0.30 

¾" 20 80.0 60.0 85.0 ¼” BSPP 0.45 

1" 25 92.0 72.0 95.0 ½” BSPP 0.88 

1¼” 32 120.0 87.0 130.0 ½” BSPP 1.50 

1½" 40 120.0 87.0 130.0 ½” BSPP 1.50 

2" 50 140.0 100.0 170.0 ½” BSPP 2.20 

Materials of Construction 
Item Stainless Steel 

Strainer Body (Cast) ASME SA351 CF8M 

Strainer Cover (Cast) ASME SA351 CF8M 

Cover Gasket P.T.F.E. as Standard 

Drain Plug (Cast) ASME SA351 CF8M 

Drain Gasket P.T.F.E. as Standard 

Screen (Perforated) St.St.316 (Ø0.8mm as standard / to Customer Specification). 
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Form Number: QD/177/01 

Manufacturer: -  Data Sheet Number: 

BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/YSF/1975/CS 
Stoke Heath Works, Hanbury Road.    Revision: 03
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: +44 (0)1527 831644 
Fax: +44 (0)1527 832638 
E-mail: sales@bartonfirtop.co.uk

SCREWED NPT/BSPT - 1975 PSI – CARBON STEEL - ‘Y’-TYPE STRAINER 

           ½" to 2" Nominal Bore. 

                 1975 psi Rating (136.20 Barg). 

 Investment Cast Housing.

 Screwed Cover c/w Drain Plug.

 Ø0.8 Perf. Screen as Standard.

 Full ASME B16.34 800 rating.

 1.6mm Corrosion Allowance.

 Red Oxide Finish.

 Special Gasket.

 Special Screen.

 Special Finish / Painting.

 Screwed NPT or BSPT.

 PED 2014/68/EU.

 ASME B16.11 Screwed Dimensions.

 EN 10204 / NACE Certification.

Size 
Dimensions (mm) 

Screen Weight 
(kg)

'A' 
Face to 

Face

'B'
Base to 

Centre line

'C' 
Screen 

Removal

'D' 
Drain 

(BSPP)Inch mm 

½" 15 70.0 50.0 70.0 ¼” BSPP 

0
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0.50 

¾" 20 86.0 60.0 85.0 ¼” BSPP 0.80 

1" 25 102.0 72.0 95.0 ½” BSPP 1.32 

1¼” 32 132.0 90.0 130.0 ½” BSPP 2.58 

1½" 40 132.0 90.0 130.0 ½” BSPP 2.58 

2" 50 150.0 105.0 170.0 ½” BSPP 3.90 

Materials of Construction 
Item Carbon Steel 

Strainer Body (Cast) ASME SA216 WCB 

Strainer Cover (Cast) ASME SA216 WCB 

Cover Gasket P.T.F.E. as Standard 

Drain Plug (Cast) ASME SA216 WCB 

Drain Gasket P.T.F.E. as Standard 

Screen (Perforated) St.St.316 (Ø0.8mm as standard / to Customer Specification). 

Model Number Derivation: - 
The model number can be derived as follows: - YSF/BFI/***/***/216

For more information, visit our Web Site: www.bartonfirtop.co.uk 

All data is subject to confirmation at the time of order. 

Our policy is one of continual improvement and we 
reserve the right to amend details without prior notice. 

'NPT' – Screwed NPT

'BSPT' – Screwed BSPT
    (End Connections) 

Denotes the size e.g. add '025' for a 1"

Sizes: 

Pressure: 

Features: 

Options: 

Standards: 

'A'  3mm 
Face to Face 

'B
' 

'C
' 

S
c
re

e
n
 R

e
m

o
v
a
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'D' 

N
P

T 
B
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P

T 

Back to Data Sheet Index

Page 60



S
ie

ve
 R

em
ov

al

Back to Data Sheet Index

Page 61



S
ie

ve
 R

em
ov

al

Back to Data Sheet Index

Page 62



S
ie

ve
 R

em
ov

al

Back to Data Sheet Index

Page 63



S
ie

ve
 R

em
ov

al

Back to Data Sheet Index

Page 64



S
ie

ve
 R

em
ov

al

Back to Data Sheet Index

Page 65



S
ie

ve
 R

em
ov

al

Page 66

Back to Data Sheet Index



S
ie

ve
 R

em
ov

al

Back to Data Sheet Index

Page 67



S
ie

ve
 R

em
ov

al

Back to Data Sheet Index

Page 68



Manufacturer: -  Data Sheet Number: 
BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/GCD/R150A/STL 
Stoke Heath Works, Hanbury Road.      Revision: 01 
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 or 575211 
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F - 150LB RATING – GAS COALESCER / DEMISTER 

Inlet / 
Outlet Size 

N.B. 

A'  Face to
Face (mm)

B' Overall
Height (mm)

C' Inlet
Height (mm)

D' Outlet
Height (mm)

Vessel 
O/Dia 
(Inch)

Max. Flow 
Rate  m3/h 

2" (050) 625 2900 725 2175 10" 156 

3" (080) 700 3125 750 2300 14" 345 

4" (100) 750 4000 1250 3175 14" 585 

6" (150) 800 4325 1300 3425 18" 1350 

8" (200) 1000 4625 1325 3600 24" 2335 

10" (250) 1175 4800 1325 3825 30” 3675 
For alternative Vessel sizes see Data Sheet SDD/GCD/R150B/STL.  
For alternative Pressure ratings consult other Data Sheets in our range. 

Model Number Derivation: - 
The model number can be derived as follows: 

 A/ *** / R** / *** / GCD

For more information, visit our Web Site: www.bartonfirtop.co.uk 

Inlet Size i.e.100 denotes 4” 

All data is subject to confirmation at the time of order. Our 
policy is one of continual improvement and we reserve the right 
to amend details without prior notice

Sizes: 2” to 10” NB Inlet/Outlet 

Pressure: ASME Class 150LB 

Features: 
• Liquid removal below 10µm droplet size.
• Ultra fine solids removal down to 0.3µm
• Low Initial Pressure Drop.
• Internals removable through Manways.

Options: 
• Demister Pad material to suit Process.
• Alternative Vessel materials available.
• Valves & Instrumentation to suit application.

Standards:
• ASME VIII / P.E.D. Design Codes.

Materials of Construction* 

Item Carbon Steel Stainless Steel 

Shell / Body ASTM A516 Gr.60 ASTM A240 316(L) 

Flanges ASTM A105N ASTM A182 316(L) 

Dished End 
Caps ASTM A105N ASTM A182 316(L) 

Nozzles ASTM A516 Gr.60 / 
ASTM A106B 

ASTM A240 316(L) / 
ASTM A312 316(L) 

Manway Blind 
Cover Flange 

ASTM A105N / ASTM 
A516 Gr.60 

ASTM A182 316(L) / 

Internal 
Mountings ASTM A240 316(L) ASTM A240 316(L) 

Cartridges Multi-media. To suit application 

De-mister Pad Haver Standard De-mister Pad. 
Multi-media. 

*Materials can vary according to Process/Customer requirements.

 

 Pressure Rating i.e. R15 denotes 150LB 
Vessel Material i.e “516” denotes 
Carbon Steel, “240” Stainless Steel 

GCD denotes Gas Coalescer / 
Demister 
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Manufacturer: -  Data Sheet Number: 
BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/GCD/R150B/STL 
Stoke Heath Works, Hanbury Road.      Revision: 01 
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 or 575211 
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F - 150LB RATING – GAS COALESCER / DEMISTER 

Inlet / 
Outlet Size 

N.B. 

A  Face to
Face (mm)

B Overall
Height (mm)

C Inlet
Height (mm)

D Outlet
Height (mm)

Vessel 
O/Dia 
(Inch)

Max. Flow 
Rate  m3/h 

12" (300) 1375 5725 2350 4900 36” 5275 

14" (350) 1475 6075 2375 5200 40” 6450 

 16" (400) 1625 6350 2400 5450 46” 8550 

18" (450) 1825 6650 2425 5675 52” 10900 

20" (500) 2025 7000 2450 5950 60” 13600 

24" (600) 2275 7500 2450 6300 70” 19800 
For alternative Vessel sizes see Data Sheet SDD/GCD/R150A/STL.  
For alternative Pressure ratings consult other Data Sheets in our range. 

Model Number Derivation: - 
The model number can be derived as follows: 

 A/ *** / R** / *** / GCD

For more information, visit our Web Site: www.bartonfirtop.co.uk 

Inlet Size i.e.300 denotes 12” 

All data is subject to confirmation at the time of order. Our 
policy is one of continual improvement and we reserve the right 
to amend details without prior notice

Sizes: 12” to 24” NB Inlet/Outlet 

Pressure: ASME Class 150LB 

Features: 
• Liquid removal below 10µm droplet size.
• Ultra fine solids removal down to 0.3µm
• Low Initial Pressure Drop.
• Internals removable through Manways.

Options: 
• Demister Pad material to suit Process.
• Alternative Vessel materials available.
• Valves & Instrumentation to suit application.

Standards:
• ASME VIII / P.E.D. Design Codes.

Materials of Construction* 

Item Carbon Steel Stainless Steel 

Shell / Body ASTM A516 Gr.60 ASTM A240 316(L) 

Flanges ASTM A105N ASTM A182 316(L) 

Dished End 
Caps ASTM A105N ASTM A182 316(L) 

Nozzles ASTM A516 Gr.60 / 
ASTM A106B 

ASTM A240 316(L) / 
ASTM A312 316(L) 

Manway Blind 
Cover Flange 

ASTM A105N / ASTM 
A516 Gr.60 

ASTM A182 316(L) / 

Internal 
Mountings ASTM A240 316(L) ASTM A240 316(L) 

Cartridges Multi-media. To suit application 

De-mister Pad Haver Standard De-mister Pad. 
Multi-media. 

*Materials can vary according to Process/Customer requirements.

 

 Pressure Rating i.e. R15 denotes 150LB 

Vessel Material i.e “516” denotes 
Carbon Steel, “240” Stainless Steel 

GCD denotes Gas Coalescer / 
Demister 
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Manufacturer: -  Data Sheet Number: 
BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/GCD/R300A/STL 
Stoke Heath Works, Hanbury Road.      Revision: 01 
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 or 575211 
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F - 300LB RATING – GAS COALESCER / DEMISTER 

Inlet / 
Outlet Size 

N.B. 

A'  Face to
Face (mm)

B' Overall
Height (mm)

C' Inlet
Height (mm)

D' Outlet
Height (mm)

Vessel 
O/Dia 
(Inch)

Max. Flow 
Rate  m3/h 

2" (050) 625 3000 725 2175 10" 156 

3" (080) 700 3150 750 2300 14" 345 

4" (100) 700 4050 1250 3175 14" 585 

6" (150) 850 4325 1300 3375 18" 1350 

8" (200) 1000 4625 1325 3600 24" 2335 

10" (250) 1200 4950 1350 3825 30” 3675 
For alternative Vessel sizes see Data Sheet SDD/GCD/R300B/STL.  
For alternative Pressure ratings consult other Data Sheets in our range. 

Model Number Derivation: - 
The model number can be derived as follows: 

 A/ *** / R** / *** / GCD

For more information, visit our Web Site: www.bartonfirtop.co.uk 

Inlet Size i.e.100 denotes 4” 

All data is subject to confirmation at the time of order. Our 
policy is one of continual improvement and we reserve the right 
to amend details without prior notice

Sizes: 2” to 10” NB Inlet/Outlet 

Pressure: ASME Class 300LB 

Features: 
• Liquid removal below 10µm droplet size.
• Ultra fine solids removal down to 0.3µm
• Low Initial Pressure Drop.
• Internals removable through Manways.

Options: 
• Demister Pad material to suit Process.
• Alternative Vessel materials available.
• Valves & Instrumentation to suit application.

Standards:
• ASME VIII / P.E.D. Design Codes.

Materials of Construction* 

Item Carbon Steel Stainless Steel 

Shell / Body ASTM A516 Gr.60 ASTM A240 316(L) 

Flanges ASTM A105N ASTM A182 316(L) 

Dished End 
Caps ASTM A105N ASTM A182 316(L) 

Nozzles ASTM A516 Gr.60 / 
ASTM A106B 

ASTM A240 316(L) / 
ASTM A312 316(L) 

Manway Blind 
Cover Flange 

ASTM A105N / ASTM 
A516 Gr.60 

ASTM A182 316(L) / 

Internal 
Mountings ASTM A240 316(L) ASTM A240 316(L) 

Cartridges Multi-media. To suit application 

De-mister Pad Haver Standard De-mister Pad. 
Multi-media. 

*Materials can vary according to Process/Customer requirements.

 

 Pressure Rating i.e. R30 denotes 300LB 
Vessel Material i.e “516” denotes 
Carbon Steel, “240” Stainless Steel 

GCD denotes Gas Coalescer / 
Demister 
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Manufacturer: -  Data Sheet Number: 
BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/GCD/R300B/STL 
Stoke Heath Works, Hanbury Road.      Revision: 01 
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 or 575211 
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F - 300LB RATING – GAS COALESCER / DEMISTER 

Inlet / 
Outlet Size 

N.B. 

A  Face to
Face (mm)

B Overall
Height (mm)

C Inlet
Height (mm)

D Outlet
Height (mm)

Vessel 
O/Dia 
(Inch)

Max. Flow 
Rate  m3/h 

12" (300) 1375 5725 2350 4900 36” 5275 

14" (350) 1525 6075 2375 5200 40” 6450 

 16" (400) 1675 6350 2400 5450 46” 8550 

18" (450) 1825 6650 2425 5675 52” 10900 

20" (500) 2075 7000 2450 5950 60” 13600 

24" (600) 2325 7500 2450 6300 70” 19800 
For alternative Vessel sizes see Data Sheet SDD/GCD/R300A/STL.  
For alternative Pressure ratings consult other Data Sheets in our range. 

Model Number Derivation: - 
The model number can be derived as follows: 

 A/ *** / R** / *** / GCD

For more information, visit our Web Site: www.bartonfirtop.co.uk 

Inlet Size i.e.300 denotes 12” 

All data is subject to confirmation at the time of order. Our 
policy is one of continual improvement and we reserve the right 
to amend details without prior notice

Sizes: 12” to 24” NB Inlet/Outlet 

Pressure: ASME Class 300LB 

Features: 
• Liquid removal below 10µm droplet size.
• Ultra fine solids removal down to 0.3µm
• Low Initial Pressure Drop.
• Internals removable through Manways.

Options: 
• Demister Pad material to suit Process.
• Alternative Vessel materials available.
• Valves & Instrumentation to suit application.

Standards:
• ASME VIII / P.E.D. Design Codes.

Materials of Construction* 

Item Carbon Steel Stainless Steel 

Shell / Body ASTM A516 Gr.60 ASTM A240 316(L) 

Flanges ASTM A105N ASTM A182 316(L) 

Dished End 
Caps ASTM A105N ASTM A182 316(L) 

Nozzles ASTM A516 Gr.60 / 
ASTM A106B 

ASTM A240 316(L) / 
ASTM A312 316(L) 

Manway Blind 
Cover Flange 

ASTM A105N / ASTM 
A516 Gr.60 

ASTM A182 316(L) / 

Internal 
Mountings ASTM A240 316(L) ASTM A240 316(L) 

Cartridges Multi-media. To suit application 

De-mister Pad Haver Standard De-mister Pad. 
Multi-media. 

*Materials can vary according to Process/Customer requirements.

 

 Pressure Rating i.e. R30 denotes 300LB 

Vessel Material i.e “516” denotes 
Carbon Steel, “240” Stainless Steel 

GCD denotes Gas Coalescer / 
Demister 
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Manufacturer: -  Data Sheet Number: 
BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/GCD/R600A/STL 
Stoke Heath Works, Hanbury Road.      Revision: 01 
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 or 575211 
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F - 600LB RATING – GAS COALESCER / DEMISTER 

Inlet / 
Outlet Size 

N.B. 

A'  Face to
Face (mm)

B' Overall
Height (mm)

C' Inlet
Height (mm)

D' Outlet
Height (mm)

Vessel 
O/Dia 
(Inch)

Max. Flow 
Rate  m3/h 

2" (050) 625 3000 725 2175 10" 156 

3" (080) 700 3200 750 2300 14" 345 

4" (100) 750 4100 1250 3175 14" 585 

6" (150) 900 4425 1325 3425 18" 1350 

8" (200) 1100 4700 1325 3600 24" 2335 

10" (250) 1250 5050 1325 3825 30” 3675 
For alternative Vessel sizes see Data Sheet SDD/GCD/R600B/STL.  
For alternative Pressure ratings consult other Data Sheets in our range. 

Model Number Derivation: - 
The model number can be derived as follows: 

 A/ *** / R** / *** / GCD

For more information, visit our Web Site: www.bartonfirtop.co.uk 

Inlet Size i.e.100 denotes 4” 

All data is subject to confirmation at the time of order. Our 
policy is one of continual improvement and we reserve the right 
to amend details without prior notice

Sizes: 2” to 10” NB Inlet/Outlet 

Pressure: ASME Class 600LB 

Features: 
• Liquid removal below 10µm droplet size.
• Ultra fine solids removal down to 0.3µm
• Low Initial Pressure Drop.
• Internals removable through Manways.

Options: 
• Demister Pad material to suit Process.
• Alternative Vessel materials available.
• Valves & Instrumentation to suit application.

Standards:
• ASME VIII / P.E.D. Design Codes.

Materials of Construction* 

Item Carbon Steel Stainless Steel 

Shell / Body ASTM A516 Gr.60 ASTM A240 316(L) 

Flanges ASTM A105N ASTM A182 316(L) 

Dished End 
Caps ASTM A105N ASTM A182 316(L) 

Nozzles ASTM A516 Gr.60 / 
ASTM A106B 

ASTM A240 316(L) / 
ASTM A312 316(L) 

Manway Blind 
Cover Flange 

ASTM A105N / ASTM 
A516 Gr.60 

ASTM A182 316(L) / 

Internal 
Mountings ASTM A240 316(L) ASTM A240 316(L) 

Cartridges Multi-media. To suit application 

De-mister Pad Haver Standard De-mister Pad. 
Multi-media. 

*Materials can vary according to Process/Customer requirements.

 

 Pressure Rating i.e. R60 denotes 600LB 
Vessel Material i.e “516” denotes 
Carbon Steel, “240” Stainless Steel 

GCD denotes Gas Coalescer / 
Demister 
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Manufacturer: -  Data Sheet Number: 
BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/GCD/R600B/STL 
Stoke Heath Works, Hanbury Road.      Revision: 01 
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 or 575211 
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F - 600LB RATING – GAS COALESCER / DEMISTER 

Inlet / 
Outlet Size 

N.B. 

A  Face to
Face (mm)

B Overall
Height (mm)

C Inlet
Height (mm)

D Outlet
Height (mm)

Vessel 
O/Dia 
(Inch)

Max. Flow 
Rate  m3/h 

12" (300) 1475 5725 2350 4900 36” 5275 

14" (350) 1575 6075 2375 5200 40” 6450 

 16" (400) 1775 6350 2400 5450 46” 8550 

18" (450) 1925 6850 2425 5675 52” 10900 

20" (500) 2175 7000 2450 5950 60” 13600 

24" (600) 2425 7500 2450 6300 70” 19800 
For alternative Vessel sizes see Data Sheet SDD/GCD/R600A/STL.  
For alternative Pressure ratings consult other Data Sheets in our range. 

Model Number Derivation: - 
The model number can be derived as follows: 

 A/ *** / R** / *** / GCD

For more information, visit our Web Site: www.bartonfirtop.co.uk 

Inlet Size i.e.300 denotes 12” 

All data is subject to confirmation at the time of order. Our 
policy is one of continual improvement and we reserve the right 
to amend details without prior notice

Sizes: 12” to 24” NB Inlet/Outlet 

Pressure: ASME Class 600LB 

Features: 
• Liquid removal below 10µm droplet size.
• Ultra fine solids removal down to 0.3µm
• Low Initial Pressure Drop.
• Internals removable through Manways.

Options: 
• Demister Pad material to suit Process.
• Alternative Vessel materials available.
• Valves & Instrumentation to suit application.

Standards:
• ASME VIII / P.E.D. Design Codes.

Materials of Construction* 

Item Carbon Steel Stainless Steel 

Shell / Body ASTM A516 Gr.60 ASTM A240 316(L) 

Flanges ASTM A105N ASTM A182 316(L) 

Dished End 
Caps ASTM A105N ASTM A182 316(L) 

Nozzles ASTM A516 Gr.60 / 
ASTM A106B 

ASTM A240 316(L) / 
ASTM A312 316(L) 

Manway Blind 
Cover Flange 

ASTM A105N / ASTM 
A516 Gr.60 

ASTM A182 316(L) / 

Internal 
Mountings ASTM A240 316(L) ASTM A240 316(L) 

Cartridges Multi-media. To suit application 

De-mister Pad Haver Standard De-mister Pad. 
Multi-media. 

*Materials can vary according to Process/Customer requirements.

 

 Pressure Rating i.e. R60 denotes 600LB 

Vessel Material i.e “516” denotes 
Carbon Steel, “240” Stainless Steel 

GCD denotes Gas Coalescer / 
Demister 
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Manufacturer: -  Data Sheet Number: 
BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/GCD/R900A/STL 
Stoke Heath Works, Hanbury Road.      Revision: 01 
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 or 575211 
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F - 900LB RATING – GAS COALESCER / DEMISTER 

Inlet / 
Outlet Size 

N.B. 

A'  Face to
Face (mm)

B' Overall
Height (mm)

C' Inlet
Height (mm)

D' Outlet
Height (mm)

Vessel 
O/Dia 
(Inch)

Max. Flow 
Rate  m3/h 

2" (050) 675 3100 725 2175 10" 156 

3" (080) 750 3325 750 2300 14" 345 

4" (100) 800 4225 1250 3175 14" 585 

6" (150) 950 4500 1325 3425 18" 1350 

8" (200) 1150 4900 1325 3600 24" 2335 

10" (250) 1350 5200 1325 3825 30” 3675 
For alternative Vessel sizes see Data Sheet SDD/GCD/R900B/STL.  
For alternative Pressure ratings consult other Data Sheets in our range. 

Model Number Derivation: - 
The model number can be derived as follows: 

 A/ *** / R** / *** / GCD

For more information, visit our Web Site: www.bartonfirtop.co.uk 

Inlet Size i.e.100 denotes 4” 

All data is subject to confirmation at the time of order. Our 
policy is one of continual improvement and we reserve the right 
to amend details without prior notice

Sizes: 2” to 10” NB Inlet/Outlet 

Pressure: ASME Class 900LB 

Features: 
• Liquid removal below 10µm droplet size.
• Ultra fine solids removal down to 0.3µm
• Low Initial Pressure Drop.
• Internals removable through Manways.

Options: 
• Demister Pad material to suit Process.
• Alternative Vessel materials available.
• Valves & Instrumentation to suit application.

Standards:
• ASME VIII / P.E.D. Design Codes.

Materials of Construction* 

Item Carbon Steel Stainless Steel 

Shell / Body ASTM A516 Gr.60 ASTM A240 316(L) 

Flanges ASTM A105N ASTM A182 316(L) 

Dished End 
Caps ASTM A105N ASTM A182 316(L) 

Nozzles ASTM A516 Gr.60 / 
ASTM A106B 

ASTM A240 316(L) / 
ASTM A312 316(L) 

Manway Blind 
Cover Flange 

ASTM A105N / ASTM 
A516 Gr.60 

ASTM A182 316(L) / 

Internal 
Mountings ASTM A240 316(L) ASTM A240 316(L) 

Cartridges Multi-media. To suit application 

De-mister Pad Haver Standard De-mister Pad. 
Multi-media. 

*Materials can vary according to Process/Customer requirements.

 

 Pressure Rating i.e. R90 denotes 900LB 
Vessel Material i.e “516” denotes 
Carbon Steel, “240” Stainless Steel 

GCD denotes Gas Coalescer / 
Demister 
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Manufacturer: -  Data Sheet Number: 
BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/GCD/R1500A/STL 
Stoke Heath Works, Hanbury Road.      Revision: 01 
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 or 575211 
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F - 1500LB RATING – GAS COALESCER / DEMISTER 

Inlet / 
Outlet Size 

N.B. 

A'  Face to
Face (mm)

B' Overall
Height (mm)

C' Inlet
Height (mm)

D' Outlet
Height (mm)

Vessel 
O/Dia 
(Inch)

Max. Flow 
Rate  m3/h 

2" (050) 675 3225 725 2175 10" 156 

3" (080) 750 3500 750 2300 14" 345 

4" (100) 800 4400 1250 3175 14" 585 

6" (150) 1000 4675 1325 3425 18" 1350 

8" (200) 1250 5125 1325 3600 24" 2335 

10" (250) 1400 5675 1325 3825 30” 3675 
For alternative Vessel sizes see Data Sheet SDD/GCD/R1500B/STL.  
For alternative Pressure ratings consult other Data Sheets in our range. 

Model Number Derivation: - 
The model number can be derived as follows: 

 A/ *** / R** / *** / GCD

For more information, visit our Web Site: www.bartonfirtop.co.uk 

Inlet Size i.e.100 denotes 4” 

All data is subject to confirmation at the time of order. Our 
policy is one of continual improvement and we reserve the right 
to amend details without prior notice

Sizes: 2” to 10” NB Inlet/Outlet 

Pressure: ASME Class 1500LB 

Features: 
• Liquid removal below 10µm droplet size.
• Ultra fine solids removal down to 0.3µm
• Low Initial Pressure Drop.
• Internals removable through Manways.

Options: 
• Demister Pad material to suit Process.
• Alternative Vessel materials available.
• Valves & Instrumentation to suit application.

Standards:
• ASME VIII / P.E.D. Design Codes.

Materials of Construction* 

Item Carbon Steel Stainless Steel 

Shell / Body ASTM A516 Gr.60 ASTM A240 316(L) 

Flanges ASTM A105N ASTM A182 316(L) 

Dished End 
Caps ASTM A105N ASTM A182 316(L) 

Nozzles ASTM A516 Gr.60 / 
ASTM A106B 

ASTM A240 316(L) / 
ASTM A312 316(L) 

Manway Blind 
Cover Flange 

ASTM A105N / ASTM 
A516 Gr.60 

ASTM A182 316(L) / 

Internal 
Mountings ASTM A240 316(L) ASTM A240 316(L) 

Cartridges Multi-media. To suit application 

De-mister Pad Haver Standard De-mister Pad. 
Multi-media. 

*Materials can vary according to Process/Customer requirements.

 

 Pressure Rating i.e. R150 denotes 1500LB 
Vessel Material i.e “516” denotes 
Carbon Steel, “240” Stainless Steel 

GCD denotes Gas Coalescer / 
Demister 
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Manufacturer: -  Data Sheet Number: 
BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/GCD/R1500B/STL 
Stoke Heath Works, Hanbury Road.      Revision: 01 
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 or 575211 
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F - 1500LB RATING – GAS COALESCER / DEMISTER 

Inlet / 
Outlet Size 

N.B. 

A  Face to
Face (mm)

B Overall
Height (mm)

C Inlet
Height (mm)

D Outlet
Height (mm)

Vessel 
O/Dia 
(Inch)

Max. Flow 
Rate  m3/h 

12" (300) 1625 5750 2350 4900 36” 5275 

14" (350) 1775 6100 2375 5200 40” 6450 

 16" (400) 1975 6375 2400 5450 46” 8550 

18" (450) 2175 6850 2425 5675 52” 10900 

20" (500) 2425 7050 2450 5950 60” 13600 

24" (600) 2775 7500 2450 6300 70” 19800 
For alternative Vessel sizes see Data Sheet SDD/GCD/R1500A/STL.  
For alternative Pressure ratings consult other Data Sheets in our range. 

Model Number Derivation: - 
The model number can be derived as follows: 

 A/ *** / R** / *** / GCD

For more information, visit our Web Site: www.bartonfirtop.co.uk 

Inlet Size i.e.300 denotes 12” 

All data is subject to confirmation at the time of order. Our 
policy is one of continual improvement and we reserve the right 
to amend details without prior notice

Sizes: 12” to 24” NB Inlet/Outlet 

Pressure: ASME Class 1500LB 

Features: 
• Liquid removal below 10µm droplet size.
• Ultra fine solids removal down to 0.3µm
• Low Initial Pressure Drop.
• Internals removable through Manways.

Options: 
• Demister Pad material to suit Process.
• Alternative Vessel materials available.
• Valves & Instrumentation to suit application.

Standards:
• ASME VIII / P.E.D. Design Codes.

Materials of Construction* 

Item Carbon Steel Stainless Steel 

Shell / Body ASTM A516 Gr.60 ASTM A240 316(L) 

Flanges ASTM A105N ASTM A182 316(L) 

Dished End 
Caps ASTM A105N ASTM A182 316(L) 

Nozzles ASTM A516 Gr.60 / 
ASTM A106B 

ASTM A240 316(L) / 
ASTM A312 316(L) 

Manway Blind 
Cover Flange 

ASTM A105N / ASTM 
A516 Gr.60 

ASTM A182 316(L) / 

Internal 
Mountings ASTM A240 316(L) ASTM A240 316(L) 

Cartridges Multi-media. To suit application 

De-mister Pad Haver Standard De-mister Pad. 
Multi-media. 

*Materials can vary according to Process/Customer requirements.

 

 Pressure Rating i.e. R150 denotes 1500LB 

Vessel Material i.e “516” denotes 
Carbon Steel, “240” Stainless Steel 

GCD denotes Gas Coalescer / 
Demister 
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Manufacturer: -          Data Sheet Number: 
BARTON FIRTOP ENGINEERING COMPANY LIMITED      SDD/FSEP/R150/STL
Stoke Heath Works, Hanbury Road.     Revision: 01 
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 or 575211 
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

All data is subject to confirmation at the time of order. Our 
policy is one of continual improvement and we reserve the right 
to amend details without prior notice

R/F - 150LB RATING – GAS FILTER SEPARATOR VESSEL 

Model Number Derivation: - 
The model number can be derived as follows:

    A/ *** / R** / *** / GFS 

Inlet / 
Outlet Size 

N.B. 

A'  Face to
Face (mm)

B' Overall
Height (mm)

C' Inlet
Height (mm)

D' Outlet
Height (mm)

Vessel 
O/Dia 
(Inch)

Max. Flow 
Rate  m3/h

8” (200) 1000 4550 2650 2000 24” 2055 

10” (250) 1200 4775 2800 2025 30” 3260 

12" (300) 1375 6025 3950 3050 36" 4410 

14" (350) 1475 6300 4175 3175 40" 5390 

16" (400) 1625 6875 4325 3175 46" 7255 

18" (450) 1825 7250 4525 3250 52" 9355 

20" (500) 2025 7600 4750 3350 60" 11870 

24" (600) 2275 8225 5250 3600 70" 17375 

For alternative Pressure ratings consult other Data Sheets in our range. 

For more information, visit our Web Site: www.bartonfirtop.co.uk 

Sizes: 8” to 24” NB Inlet/Outlet 

Pressure: ASME Class 150LB 

Features: 
• Liquid removal below 10µm droplet size.
• Ultra fine solids removal down to 0.3µm
• Low Initial Pressure Drop.
• Internals removable through Manways.

Options: 
• Demister Pad material to suit Process.
• Alternative Vessel materials available.
• Valves & Instrumentation to suit application.

Standards:
• ASME VIII / P.E.D. Design Codes.

Materials of Construction* 

Item Carbon Steel Stainless Steel 

Shell / Body ASTM A516 Gr.60 ASTM A240 316(L) 

Flanges ASTM A105N ASTM A182 316(L) 

Dished End 
Caps 

ASTM A105N ASTM A182 316(L) 

ASTM A516 Gr.60 / 
ASTM A106B 

ASTM A240 316(L) / 
ASTM A312 316(L) 

Nozzles 

Manway Blind 
Cover Flange 

ASTM A105N / ASTM 
A516 Gr.60 

ASTM A182 316(L) / 

Internal 
Mountings 

ASTM A240 316(L) ASTM A240 316(L) 

Haver Standard Demister Pad. Multi-
media. 

Cartridges/Pads 

* Materials can vary according to Process/Customer requirements.

GFS denotes Gas Filter Separator 

Inlet Size i.e.300 denotes 12” 
Vessel Material i.e. “516” denotes 
Carbon Steel, “240” Stainless Steel        Pressure Rating i.e. R15 denotes 150LB 
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Manufacturer: -  Data Sheet Number: 
BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/FSEP/R300/STL
Stoke Heath Works, Hanbury Road.          Revision: 01 
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 or 575211 
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F - 300LB RATING – GAS FILTER SEPARATOR VESSEL 

Model Number Derivation: - 
The model number can be derived as follows: 

 A/ *** / R** / *** / GFS 

Inlet / 
Outlet Size 

N.B. 

A'  Face to
Face (mm)

B' Overall
Height (mm)

C' Inlet
Height (mm)

D' Outlet
Height (mm)

Vessel 
O/Dia 
(Inch)

Max. Flow 
Rate  m3/h

8” (200) 1000 4625 2700 2050 24” 2055 

10” (250) 1200 4975 2850 2075 30” 3260 

12" (300) 1375 6225 4000 3100 36” 4410 

14" (350) 1525 6350 4175 3175 40” 5390 

16" (400) 1675 6850 4325 3175 46” 7255 

18" (450) 1825 7250 4525 3250 52” 9355 

20" (500) 2075 7575 4750 3350 60” 11870 

24" (600) 2325 8200 5250 3600 70” 17375 

For alternative Pressure ratings consult other Data Sheets in our range. 

For more information, visit our Web Site: www.bartonfirtop.co.uk 

Inlet Size i.e.300 denotes 12” 

All data is subject to confirmation at the time of order. Our 
policy is one of continual improvement and we reserve the right 
to amend details without prior notice

Sizes: 8” to 24” NB Inlet/Outlet 

Pressure: ASME Class 300LB 

Features: 
• Liquid removal below 10µm droplet size.
• Ultra fine solids removal down to 0.3µm
• Low Initial Pressure Drop.
• Internals removable through Manways.

Options: 
• Demister Pad material to suit Process.
• Alternative Vessel materials available.
• Valves & Instrumentation to suit application.

Standards:
• ASME VIII / P.E.D. Design Codes.

Materials of Construction* 

Item Carbon Steel Stainless Steel 

Shell / Body ASTM A516 Gr.60 ASTM A240 316(L) 

Flanges ASTM A105N ASTM A182 316(L) 

Dished End 
Caps ASTM A105N ASTM A182 316(L) 

Nozzles ASTM A516 Gr.60 / 
ASTM A106B 

ASTM A240 316(L) / 
ASTM A312 316(L) 

Manway Blind 
Cover Flange 

ASTM A105N / ASTM 
A516 Gr.60 

ASTM A182 316(L) / 

Internal 
Mountings ASTM A240 316(L) ASTM A240 316(L) 

Cartridges/Pads Haver Standard Demister Pad. Multi-
media. 

* Materials can vary according to Process/Customer requirements.

 Pressure Rating i.e. R30 denotes 300LB 
Vessel Material i.e. “516” denotes 
Carbon Steel, “240” Stainless Steel 

GFS denotes Gas Filter Separator 
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Manufacturer: -  Data Sheet Number: 
BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/FSEP/R600/STL
Stoke Heath Works, Hanbury Road.          Revision: 01 
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 or 575211 
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F - 600LB RATING – GAS FILTER SEPARATOR VESSEL 

Model Number Derivation: - 
The model number can be derived as follows: 

 A/ *** / R** / *** / GFS 

Inlet / 
Outlet Size 

N.B. 

A'  Face to
Face (mm)

B' Overall
Height (mm)

C' Inlet
Height (mm)

D' Outlet
Height (mm)

Vessel 
O/Dia 
(Inch)

Max. Flow 
Rate  m3/h

8” (200) 1075 4650 2650 2000 24” 2055 

10” (250) 1250 5000 2800 2025 30” 3260 

12" (300) 1475 6275 3950 3050 36” 4410 

14" (350) 1575 6500 4175 3175 40” 5390 

16" (400) 1775 7050 4325 3175 46” 7255 

18" (450) 1925 7400 4525 3250 52” 9355 

20" (500) 2175 7775 4750 3350 60” 11870 

24" (600) 2425 8375 5250 3600 70” 17375 

For alternative Pressure ratings consult other Data Sheets in our range. 

For more information, visit our Web Site: www.bartonfirtop.co.uk 

Inlet Size i.e.300 denotes 12” 

All data is subject to confirmation at the time of order. Our 
policy is one of continual improvement and we reserve the right 
to amend details without prior notice

Sizes: 8” to 24” NB Inlet/Outlet 

Pressure: ASME Class 600LB 

Features: 
• Liquid removal below 10µm droplet size.
• Ultra fine solids removal down to 0.3µm
• Low Initial Pressure Drop.
• Internals removable through Manways.

Options: 
• Demister Pad material to suit Process.
• Alternative Vessel materials available.
• Valves & Instrumentation to suit application.

Standards:
• ASME VIII / P.E.D. Design Codes.

Materials of Construction* 

Item Carbon Steel Stainless Steel 

Shell / Body ASTM A516 Gr.60 ASTM A240 316(L) 

Flanges ASTM A105N ASTM A182 316(L) 

Dished End 
Caps ASTM A105N ASTM A182 316(L) 

Nozzles ASTM A516 Gr.60 / 
ASTM A106B 

ASTM A240 316(L) / 
ASTM A312 316(L) 

Manway Blind 
Cover Flange 

ASTM A105N / ASTM 
A516 Gr.60 

ASTM A182 316(L) / 

Internal 
Mountings ASTM A240 316(L) ASTM A240 316(L) 

Cartridges/Pads Haver Standard Demister Pad. Multi-
media. 

* Materials can vary according to Process/Customer requirements.

 Pressure Rating i.e. R60 denotes 600LB 
Vessel Material i.e. “516” denotes 
Carbon Steel, “240” Stainless Steel 

GFS denotes Gas Filter Separator 

Back to Data Sheet Index

Page 80



Manufacturer: -  Data Sheet Number: 
BARTON FIRTOP ENGINEERING COMPANY LIMITED  SDD/FSEP/R900/STL
Stoke Heath Works, Hanbury Road.          Revision: 01 
Bromsgrove. Worcestershire. B60 4LT. 
ENGLAND 
Telephone: (44) 01527 831644 or 575211 
Fax: (44) 01527 832638 
E-mail: sales@bartonfirtop.co.uk

R/F - 900LB RATING – GAS FILTER SEPARATOR VESSEL 

Model Number Derivation: - 
The model number can be derived as follows: 

 A/ *** / R** / *** / GFS 

Inlet / 
Outlet Size 

N.B. 

A'  Face to
Face (mm)

B' Overall
Height (mm)

C' Inlet
Height (mm)

D' Outlet
Height (mm)

Vessel 
O/Dia 
(Inch)

Max. Flow 
Rate  m3/h

8” (200) 1150 4825 2650 2000 24” 2055 

10” (250) 1350 5150 2800 2675 30” 3260 

12" (300) 1525 6450 3950 3050 36” 4410 

14" (350) 1675 6725 4175 3175 40” 5390 

16" (400) 1825 7175 4325 3200 46” 7255 

18" (450) 2025 7550 4525 3250 52” 9355 

20" (500) 2275 7900 4750 3350 60” 11870 

24" (600) 2625 8500 5250 3600 70” 17375 

For alternative Pressure ratings consult other Data Sheets in our range. 

For more information, visit our Web Site: www.bartonfirtop.co.uk 

Inlet Size i.e.300 denotes 12” 

All data is subject to confirmation at the time of order. Our 
policy is one of continual improvement and we reserve the right 
to amend details without prior notice

Sizes: 8” to 24” NB Inlet/Outlet 

Pressure: ASME Class 900LB 

Features: 
• Liquid removal below 10µm droplet size.
• Ultra fine solids removal down to 0.3µm
• Low Initial Pressure Drop.
• Internals removable through Manways.

Options: 
• Demister Pad material to suit Process.
• Alternative Vessel materials available.
• Valves & Instrumentation to suit application.

Standards:
• ASME VIII / P.E.D. Design Codes.

Materials of Construction* 

Item Carbon Steel Stainless Steel 

Shell / Body ASTM A516 Gr.60 ASTM A240 316(L) 

Flanges ASTM A105N ASTM A182 316(L) 

Dished End 
Caps ASTM A105N ASTM A182 316(L) 

Nozzles ASTM A516 Gr.60 / 
ASTM A106B 

ASTM A240 316(L) / 
ASTM A312 316(L) 

Manway Blind 
Cover Flange 

ASTM A105N / ASTM 
A516 Gr.60 

ASTM A182 316(L) / 

Internal 
Mountings ASTM A240 316(L) ASTM A240 316(L) 

Cartridges/Pads Haver Standard Demister Pad. Multi-
media. 

* Materials can vary according to Process/Customer requirements.

 Pressure Rating i.e. R90 denotes 900LB 
Vessel Material i.e. “516” denotes 
Carbon Steel, “240” Stainless Steel 

GFS denotes Gas Filter Separator 
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	ANSI 300# Raised Face Flanged Fabrciated T-Type Strainer SDD / FABT / FL / R30 / STL
	ANSI 600# Raised Face Flanged Fabricated T-Type Strainer SDD-FABT-FL-R60-STL 
	ANSI 900# Raised Face Flanged Fabricated T-Type Strainer SDD/ FABT / FL / R90 / STL
	ANSI 150# Buttweld Fabricated T-Type Strainer SDD / FABT / BW / R15 / STL
	ANSI 300# Buttweld Fabricated T-Type Strainer SDD / FABT / BW / R30 / STL 
	ANSI 600# Buttweld Fabricated T-Type Strainer SDD / FABT / BW / R60 / STL
	ANSI 900# Buttweld Fabricated T-Type Strainer SDD / FABT / BW / R90 / STL 

	Gas Coalescers / Demisters 
	R/F - ANSI 150# - Gas Coalescer / Demister SDD / GCD / R150A / STL
	R/F - ANSI 150# - Gas Coalescer / Demister SDD / GCD / R150B / STL
	R/F - ANSI 300# - Gas Coalescer / Demister SDD / GCD / R300A / STL 
	R/F - ANSI 300# - Gas Coalescer / Demister SDD / GCD / R300B / STL
	R/F - ANSI 600# - Gas Coalescer / Demister SDD / GCD / R600A / STL
	R/F - ANSI 600# - Gas Coalescer / Demister SDD / GCD / R600B / STL
	R/F - ANSI 900# - Gas Coalescer / Demister SDD / GCD / R900A / STL
	R/F - ANSI 1500# - Gas Coalescer / Demister SDD / GCD / R1500A / STL
	R/F - ANSI 1500# - Gas Coalescer / Demister SDD / GCD / R1500B / STL
	R / F - ANSI 150# - Gas Filter Separator Vessel SDD / FSEP / R150 / STL
	R/F - ANSI 300# - Gas Filter Separator Vessel SDD / FSEP / R300 / STL  
	R/F - ANSI 600# - Gas Filter Separator Vessel SDD / FSEP / R600 / STL
	R /F - ANSI 900# - Gas Filter Separator Vessel SDD / FSEP / R900 / STL






