
AJM GMBH  
QUICK-OPENING CLOSURES  

& PIGGING STATIONS



Each of AJM’s quick-opening closures is a one-off or custom-made product tailored to the  

customers‘ requirements. The calculation, selection of materials, design, and final inspection 

are carried out in consultation with the customers and in accordance with their specifications 

and the relevant regulations (PED 2014/68/EU, AD 2000, EN 13445, ASME)

Segment 
› Dimension: DN 250 – DN 1200 (horizontal)
	 and up to DN 1800 (vertical)
› Pressure range: up to PN 500
› Design: For horizontal or vertical  
	 pressure vessels
› Material: Carbon steel, Stainless steel,  
	 Duplex, SuperDuplex
› Seals: Lip seal, O-ring
› Medium: Natural gas, hydrogen, liquids, oils

Opening and closing by hand or  
with hydraulic assistance
With weld-end or with flange connection.

Individual quick-opening closures  
for pressure vessels

Bajonet 
› Dimension: DN 250 – DN 2000
› Pressure range: up to PN 500
› Design: For horizontal or vertical  
	 pressure vessels
› Material: Carbon steel, Stainless steel
› Seals: Lip seal, O-ring, Seal carrier
› Medium: Natural Gas, hydrogen,  
	 liquids, oils

Opening and closing by hand  
or with hydraulic assistance.



Security
All AJM’s quick -opening closures are 

equipped with the necessary safety  

devices to ensure safe opening and closing.

These safety devices prevent the closure 

from being opened under pressure, ensuring 

the safety of the operating personnel.

Save costs
No need for time-consuming and costly  

personnel or special tools for screw connections.

No more time-consuming and problematic  

sealing of flange connections. AJM’s quick-opening 

closures offer quick opening and closing with  

immediate tightness.

Low maintenance
All components of AJM’s quick -opening closures are 

designed to ensure easy opening, even after long  

periods of use.

The seals used are selected according to your individual 

application and are resistant to the substances contained 

in the pressure vessel.

With an optionally available cover, the closure can also be 

additionally protected from external influences and weather 

conditions

Clamping ring 
› Dimension: DN 150 – DN 800
› Pressure range: up to PN 250
› Design: For horizontal or vertical  
	 pressure vessels
› Material: Carbon steel,  
	 Stainless steel, Duplex, SuperDuplex
› Seals: O-ring, Seal carrier
› Medium: Natural gas, hydrogen,  
	 liquids, oils

Opening and closing by hand or  
with power assistance
With weld-on end or with  
flange connection.
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With the extensive experience, combined expertise and commitment to continuous development,  
AJM is ideally equipped to meet your individual requirements.

Partnership instead of ‚simple‘ service

Engineering
AJM’s team calculates and designs customized  
apparatus, steel constructions, and special parts  
according to strict quality and safety 
specifications. Following services can be provided.

› Design and layout
› Strength calculations
› Stability analyses
› Fabrication drawings and 3D models
› Coordination of production
› Documentation

Service
Benefit from AJM’s extensive  
network and obtain individual  
or all components from a  
single source, optimizing costs.

› Dished heads
› Flanges & Fittings
› Individual sheet metal cuts
› Pipe bendings
› Forgings
› Special components  
	 cc.to drawings

Production
With more than 30 years of experience,  
apparatus and tank construction is AJM’s core  
competence. Depending on the design, AJM 
manufacture using carbon steel, stainless steel,  
and special materials such as (Super)Duplex:

› Pig launchers
› Filter housing
› Silencers
› Tanks
› Columns
› Special components

Quick opening closures
Each of AJM’s quick-opening closures is a  
one-off or custom-made product tailored to 
our customers‘ requirements. The calculation, 
selection of materials, design, and final  
inspection are carried out in consultation with 
the customers and in accordance with their 
specifications and the relevant regulations

› Bayonet type
› Segment type
› Clamp-ring type

Increasing value through expertise
AJM’s production is certified according to AD 2000 and DIN EN ISO 3834-3 and fulfills all 
directives in accordance with PED 2014/68/EU. Upon request, AJM can also manufacture  
according to the ASME Boiler and Pressure Vessel Code, with or without U-Stamp acceptance.

AJM process carbon steels, stainless steels, and special materials such as (Super)Duplex.


